Chapter 14

Monitoring the System with the C-Web
Interface

This chapter describes how to use the C-Web interface to monitor the SRC software
and the C-series controller. Topics include:

m  Viewing Information About the System with the C-Web Interface on page 93
m  Viewing the System Date and Time with the C-Web Interface on page 95

m  Viewing Information About Components Installed with the C-Web Interface on
page 96

m  Viewing Information About Boot Messages with the C-Web Interface on
page 97

m  Viewing Information About Security Certificates with the C-Web Interface on
page 98

m  Viewing Information About System Disk Status on page 99
m  Viewing Information About the Users on the System on page 99

m  Viewing Information About the Juniper Networks Database in Community
Mode on page 100

m  Viewing Statistics for the Juniper Networks Database on page 101

Viewing Information About the SRC CLI with the C-Web Interface on page 102

Viewing Information About the System with the C-Web Interface
You can view information about the SRC software, including system identification

and the system time. You can also view information about the environment of the
C-series controller, including memory, temperature, and fan speeds.
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To view system information:

m  Click Monitor > System > Information.

The Information pane displays the system information.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout
-
LI System
eu 4| information
Component
Date System Identification
Disk A Hosthams gaspode
Interfaces... Manufacturer Juniper Metworks
Iptables... Product Name SD-2000
JPS ¢ | wersion 1.0
NIC 4| sSerial Number 0207052006000003
NTP L uuIc 48384441-5254-0030-4859-003048595002
Redirect Server > |WREAH e30a2f07
Route... Software version SDX-300 Release . [A.MAIN-110] (January 22, 2007 02:20)
SAE >
. System Time
Security L4
Current time 2007-05-24 14:07:16 EDT
System »
Uptime 76 days, 18:35
Mumber of active users 8
Load Aaverages (1m/Sm/15m) 0.27/0.06/0.02
Memory
Total  15G
Free 136G
CPU Info
Nurnber of CPU 4
CPU Maodel Dwual Core AMD Opteron(tm) Processar 265
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Viewing the System Date and Time with the C-Web Interface

Configure

Diagnose

To view the system date and time:

Click Monitor > Date.

The Date pane displays the date and time of the system.

Manage

Logged in as: admin Refresh  Preferences About Logout

Component
Date

Disk
Interfaces...
Iptables...

Redirect Server
Route...

SAE

Security
System

7, Junipet i

Fri Aug Z4 14:02:07 EDT Z007

ved, Trademark hotice, Privacy.

Junlparbaqunt.
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Viewing Information About Components Installed with the C-Web Interface

Configure Diagnose

To view the installed SRC components:

m  Click Monitor > Component.

The Component pane displays the status of each installed component.

[LELET

Component

Logged in ¢

Refresh

Preferences

About

Logout

Dt Mame
Disk .

cli
Interfaces...

acp
Iptables... -
JPS jdb
HiE redir
NTP 2

nic
Redirect Server

sae
Route...

T
SAE ]

Ips

agent

webadm

Release
Release
Release
Release
Release
Release
Release
Release
Release
Release

Release

Inﬁ._talled Components

: 1.1 Build:
1 7.1 Build:
1 7.1 Build:
1 7.0 Build:
1 7.0 Build:
1 7.1 Build:
1 7.1 Build:
1 7.0 Build:
1 7.1 Build:
1 7.1 Build:

1 7.1 Build

Wersion
hstewart_SD¥_7.1.0_unix-200707
hstewart_SD¥_7.1.0_unix-200708
hstewart_SD¥_7.1.0_unix-200705
DIRXA.AMAIN 1123
REDIR A.MAIN. 1136
hstewart_SD¥_7.1.0_unix-200708
hstewart_SD¥_7.1.0_unix-200708
UMC.A.MAIN.1093
hstewart_SD¥_7.1.0_unix-200708
hstewart_SD¥_7.1.0_unix-200708

i hstewart_SDX_7.1.0_unix-200708

Status
running
stopped
running
running
disabled
stopped
stopped
disabled
disabled
stopped

running

Junlperbau(Nat.

96 m Viewing Information About Components Installed with the C-Web Interface



Chapter 14: Monitoring the System with the C-Web Interface

Viewing Information About Boot Messages with the C-Web Interface

To view messages generated during SRC software startup:

Click Monitor > System > Boot Messages.

The Boot Messages pane displays the boot messages.

About Refresh Logout

Component
Date

Disk
Interfaces...
JPS

HIC

NTP

Redirect Server

¥ ¥ ¥ Y

System

Boot Messages

Feh
Feb
Feb
Feh
Feb
Feb
Feb

2T
127
127:
tET:
127
127
127:
2T
127
127
2T
127
127:

1z
1a
12
12
13
13
12
13
13
12
Z0
Z0
2z
2z
s
ZZ
2z
EZ
23
24
Ed
23
25
ZE
Z6
Z6
ZE
d -y
Z6
26
E7

puffy
rutfy
buffy
buffy
rutfy
buffy
buffy
puffy
buffy
buffy
puffy
rutfy
buffy
buffy
rutfy
buffy
buffy
puffy
buffy
buffy
puffy
buffv
buffy
buffy
rutfy
buffy
buffy
puffy
buffy
buffy
puffy

9 10:17:Z4 EST 2007
TET:
TET:
127
127
TET:
2T
127
TET:
2T
127
TET:
TET:
127
127
TET:
2T
127
TET:

genunix: [ID 936769 kern.info] dad0 iz /pei@lf,0/ideRd/dad@z,0
dada: [ID 365881 kern. infol «ST380011L eyl 38307 alt z hd 16 sec Z55»

swapgeneric: [ID 308332 kern.infol root on /pciBlf,0/ide@d/diskidz,0:a Estype ufs

poipsy: [ID 270704 kern.infol] PCI-device: isa@7, ebus0

gerunix: [ID 936763 kern info] ebus0 is /poi@lf,0/isa@?

ebus: [ID 521012 kern.infol su0 at ebusO: offset 0,3f8

genunix: [ID 936769 kern.info] sul is /pei@lf,0/isa@?/serial@0,3f8

ebus: [ID §2101Z kern.info] sul at ebus0: offset 0,Za8

genunix: [ID 936769 kern.info] sul is /pci@lf, 0/isa@7/serialf0,Zed

unix: [ID 987524 kern.info] cpul: SUNW,UltraSPARC-ITe {upaid 0 impl 0x13 ver Ox33 clock 548 MHz)
poipsy: [ID 370704 kern.info] PCI-device: usb@a, cheil

gerunix: [ID 936763 kern info] cheid is /poi@lf, 0 usb@a

gld: [ID 944156 kern.info] dmfed: Davicom DM210Z (v1.1): type "ether" mac address 00:03:ba:ce:d7:79
poipsy: [ID 370704 kern.info] PCI-device: ethernet@c, dmfed

gerunix: [ID 936769 kern info] dmfel is /poi@lf, 0/ethernecic

gld: [ID 944156 kern.infol dmfel: Davicom DMS10Z {v1.1): type "ether" mac address O0:03:ba:ce:d7:7a
poipsy: [ID 370704 kern.info] PCI-device: ethernev@5, dmfel

gerumix: [ID 936769 kern.info] dmfel is /poiBlf,0/ethernst@s

gerunix: [ID 454863 kern.infol dump on fdev/dsk/cOcZd0sl size 2000 MB

dufe: [ID 426308 kern.infol dmfe0: PHY 1 link up 100 Mbps Full-Duplex

dum £
pseudo:
germd

[ID 247302 kern.notice] NOTICE: dmfel: PHY 1 link dowm

[ID 123642 kern.info] pseudo-device: dewvinfol
[ID 236762 kern.info] dewvinfol is /pseudo/devinfo@d

sesi: [ID L3266E kern.info]l sd0 at uatal: target 2 lun 0

gerunix:

[ID 336769 kern_ info] =d0 is fpeoi@lf, 0/ide@ds/sd@3, 0

ebus: [ID 521012 kern.info] isadmal at ebus0: offsec 0,0

pseudo:
gemumix:
pseudo:
genumin:
pseudo:

[ID 129642 kern.infol pseudo-device: fssnapd

[ID 936769 kern.infol fssnap0 is /pseudo/fssnap@0
[ID 123642 kern.info] pseudo-device: winlock0

[ID 936769 kern.info] winloeckO is /pseudoswinlock@l
[ID 123642 kern.info]l pseudo-device: lockstatO
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Viewing Information About Security Certificates with the C-Web Interface
To view messages generated during SRC software startup:
1. Click Monitor > Security > Certificate.

The Certificate pane appears.

Monitor ~ Configure  Diagnose  Manage Logged in as: admin Refresh  Preferences About  Logout

8| Security
Certificate

Component
Date Trusted [0

Disk ﬂI Reset

Interfaces...

Iptables...

Redirect Server

Route...
SAE

ed. Trademark hotice L L a‘“u( e

2. To display authority certificates, select the Trusted check box.
3. Click OK.

The Certificate pane displays the security certificates.
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Viewing Information About System Disk Status
To view information about the system disk status:
1. Click Monitor > Disk > Status.

The Status pane appears.

Monitor ~ Configure  Diagnose  Manage Logged in as: admin Refresh  Preferences About  Logout

Status

Component
Date Brief [ Display summary information.
Disk

OH | Reset
Interfaces... _I _I
Iptables...

Redirect Server

Route...
SAE

ed. Trademark hotice Junipay b‘“u( -

2. To display a summary of the system disk status, select the Brief check box.
3. Click OK.

The Status pane displays the system disk status.

Viewing Information About the Users on the System
To view information about the users on the system:
1. Click Monitor > System > Users.

The Users pane appears.
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Monitor Configure

cLl
Component
Date

Digk
Interfaces...
JPS

HIC

NTP
Redirect Server
Route...

SAE
Security

System

Users

Diagnose Manage

Logged in as: sleswayball

Update

Preferences

About

Logout

Brisf

Mo From

W Use the short format

[T Do not show the FROM field

ﬂl Reset

root
root
root
root

. Juniper N

prsie 4
prsi8 3:40
prss10 1z
prss3 3:38

telnet menemsha

bash

python -0 fopt/UMC/eliflibffescl
telnet menemsha

Junlperauufuat.

2. To display a summary of the users, select the Brief check box.

3. Click OK.

The Users pane displays the information about the users on the system.

Viewing Information About the Juniper Networks Database in Community Mode

To view information about the Juniper Networks database when it runs in

community mode:

m  Click Monitor > System > LDAP > Community.

The LDAP/Community pane appears and displays information about the
Juniper Networks database.

100 m Viewing Information About the Juniper Networks Database in Community Mode



Monitor Configure Diagnose Manage

Ldap / Community
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Logged in as Update Preferences About Logout

Component
JDE is not configured in community mode!

Date There is nothing to be displayed.

Digk

Interfaces...

Redirect Server
Route...

SAE

Security
Systemn

Junlparau\.lfNat.

Viewing Statistics for the Juniper Networks Database

To view statistics for the Juniper Networks database:

m  Click Monitor > System > LDAP > Statistics.

The Statistics pane appears and displays local Juniper Networks database

statistics.

Monitor Configure Diagnose Manage

System
Ldap f Statistics

Logged in as Update Preferences About Logout

Component
Date Local JDB statistics

Dizk Murnber of Add operations since startup

Interfaces... Murnber of Delste operations since startup

Murnber of Madify operations since startup

Murnber of Rename operations since startup
Murnber of Read operations since startup

Redirect Server Mumber of List operations since startup

Route... Mumber of Subtree Search operations since startup
SAE Mumber of Bind operations

Security Mumber of Anonymous Bind operations since startup
System Mumber of Compare operations since startup
Murnber of current connections

Mumber of all connections since startup

Mumber of bind errars since startup

Mumber of all errors since startup

5, Inc, All Rights

07, Juniper Nety

993

o

26z

o
430933
93821
367916
16266
16232
a

19
18266
a
226721

Junlparau\.l(Ntt.
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Viewing Information About the SRC CLI with the C-Web Interface

You can view information about the current user’s permissions and editing level for
the SRC CLIL

Viewing Information About the SRC CLI

To view information about the current user’s command completion setting and
editing level for the SRC CLI:

m  Click Monitor > CLI..

The CLI pane appears and displays the information about the CLI.

Monitor Configure Diagnose Manage Logged in as: admin Refresh  Preferences  About Logout

ACP i CLT

CLI complete-on-space set to off

Component
CLI editing level is: expert

Date

Disk
Interfaces...
Iptables...
JPS

NIC

NTP
Redirect Server
Route...

SAE
Security
Systemn

Junlperbeufnu.

7, Juniper M s, Inc. Al Rights Tracemark Matice, Privacy,

Viewing Information About SRC CLI User Permissions
To display information about the current user’s permissions for the SRC CLI:

m  Click Monitor > CLI > Authorization.

The Authorization pane appears and displays the current user’s permissions for
each SRC CLI option.
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Configure Diagnose Manage Refresh Preferences About Logout

ACP * Kl

=l | authorization

Component

Current user: 'admin' class 'super-user’'

Date Permissions:

Disk % aduin -- Can wiew user accoumts
adnin-concrol -- Can modify user accounts

Interface: clear Can clear learned network information

P—— configure Can enter configuration mode
field -- Special for field (debug) support

JPS > firewall -- Can wiew firewall configuration

NIC [ firewall-control  -- Can modify firewall configuration
interface -- Can view interface configuration

NTP D interface-control -- Can wmodify incerface configuration

Redirect Server  * maintenance —— Can perform systen maintenance (as whesl)
network -- Can access the network

Route... reset -- Can reset and restart interfaces and processas

SAE » routing —— Can wiew routing configquration
routing-contral -- Can wmodify routing configuration

Security b cecret -- Cam wiew zecret comfiguration

system - secret—control Can modify secret configuration
security -- Can wview security configuration
security-control  -- Can modify security configuration
shell -- Can start a local shell
srup —— Can wiew SNMP configuration
snmp-control -- Can wmodify SNMP configuration
system -- Can view system configuration
system—control —— Can modify system comfiguration
view -- Can wiew current walues and statistics
service -- Can view serwvice definitions
service-control -- Can modify service definitions
subscriber -- Can wiew subscriber profiles
subscriber-control -- Can modify subscriber profiles

Individual command suthorization:

Allcw regqular expression: none
Deny regqular expression: none
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104 m Viewing Information About the SRC CLI with the C-Web Interface



	Monitoring the System with the C-Web Interface
	Viewing Information About the System with the C-Web Interface
	Viewing the System Date and Time with the C-Web Interface
	Viewing Information About Components Installed with the C-Web Interface
	Viewing Information About Boot Messages with the C-Web Interface
	Viewing Information About Security Certificates with the C-Web Interface
	Viewing Information About System Disk Status
	Viewing Information About the Users on the System
	Viewing Information About the Juniper Networks Database in Community Mode
	Viewing Statistics for the Juniper Networks Database
	Viewing Information About the SRC CLI with the C-Web Interface
	Viewing Information About the SRC CLI
	Viewing Information About SRC CLI User Permissions



