Chapter 16

Monitoring SAE Data with the C-Web
Interface

This chapter describes how to use the C-Web interface to monitor SAE data. Topics
include:

m  Viewing SAE Data with the C-Web Interface on page 125

m  Viewing Information About Subscriber Sessions with the C-Web Interface on
page 134

m  Viewing SNMP Information with the C-Web Interface on page 140

Viewing SAE Data with the C-Web Interface
You can view data currently stored in the SAE server’s memory for:
m  Directory blacklist
m  Services
m  Licenses
m  Policies
m  Devices
m  Interfaces
m  Login registrations
m  Equipment registrations
m  Threads

m  Subscriber Sessions
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Viewing Information About the Directory Blacklist
To view information about the directory blacklist configured on the SAE:

1. Click Monitor > SAE > Directory Blacklist.

The Directory Blacklist pane appears.

Configure Diagnose [LELETEY Logged in as: admin Refresh  Preferences About Logout

Directory Blacklist

Display SAE information for a specified slot,

Slot I fafue: Currently the chassis has only one slot. The valid value is 0.
Defzuit: 0
OKl Reset |

d. Tracemark Natice, Privacy,

Jun\ptraanNot.

2. In the Slot box, enter the number of the slot for which you want to display
directory blacklist information.

The Directory Blacklist pane displays the directory blacklist information.
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Viewing Information About Services
To view information about the services available on the SAE:

1. Click Monitor > SAE > Services.

The Services pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

eu Services
Component

Mumber of results to be displayed.

Date Maximum Results tegal range: 1..INF

Disk Deafault: 25

Mame of service,
Interfaces...
Service Name I l¥ziue: All or part of the service name
Iptables... Defzult Mo value
Jps Display subscriber sessions and service sessions for hidden services.,
Secret r Defzuit: Disabled

NIC
Display SAE information for a specified slot.
NTP Slot l“ziue: Currently the chassis has only one slot, The valid value is 0,

Redirect Server Defauit: 0
Qutput style
Choices:
-
SAE S brief: Dlsplay only service names

Defauit: Detail

Security

System ﬂl Reset

Junlparaeufnat.

2. In the Maximum Results box, enter the maximum number of results that you
want to receive.

3. In the Service Name box, enter a full or partial service name for which you
want to display information, or leave the box blank to display all services.

4. Select the Secret check box to set a flag indicating that secret services are
displayed.

5. In the Slot box, enter the number of the slot for which you want to display
services information.

6. Select an output style from the Style list.
7. Click OR.

The Services pane displays the status of the services running on the SAE.
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Viewing Information About Licenses
To view information about licenses:

1. Click Monitor > SAE > Licenses.

The Licenses pane appears.

Configure Diagnose [LELET Y Logged in as: admin

Licenses

Refresh Preferences  About Logout

Component
Display SAE information for a specified slot,

Date Slot \¥afue: Currently the chassis has only ane slot. The valid value is 0.

Disk Dafauit: 0

Interfaces... ﬂl Reset

Iptables...

Redirect Server
Route...

SAE
Security
System

ved, Trademark Motice, Privacy,

JunlparbmlfNat.

2. In the Slot box, enter the number of the slot for which you want to display

license information.
3. Click OK.

The Licenses pane displays license information.
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Viewing Information About Policies
To view information about the policies available on the SAE:

1. Click Monitor > SAE > Policies.

The Policies pane appears.

Monitor Configure Diagnose Manage Logged in as: admin Refresh  Preferences About Logout

»
SAE
Policies
Component
Mame of a policy group,
Date Policy Group I l¥afue; All or part of the policy group name
Disk Defzult: Mo value
nieriuces Maxirnurn Results LN:;;Fiarrfgfer:E:sle.‘;?\I;D feid bl ved.
Iptables... Defzult! 25
Display SAE information for a specified slat.
Slot l¥gfue; Currently the chassis has only one slot. The valid value is O,
Detfauit: 0
Qutput style,
Z Choices:
JAEH [ECU R Ty e i brief: Display anly policy group names
Route... Defzult value: detail
SAE | OK| Reset

Security
System

ed, Trademark Motice, Privacy,

Junlparba\.lfNat.

2. In the Policy Group box, enter a full or partial policy name for which you want
to display information, or leave the box blank to display all policies.

3. In the Maximum Results box, enter the maximum number of results that you
want to receive.

4. In the Slot box, enter the number of the slot for which you want to display
policy information.

5. Select an output style from the Style list.
6. Click OK.

The Policies pane displays the status of the policies configured on the SAE.
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Viewing Information About Device Drivers
To view information about the device drivers available on the SAE:

Monitor Configure Diagnose

Component
Date

Disk
Interfaces...
Iptables...

Redirect Server
Route...
SAE

Security
System

Drivers

Click Monitor > SAE > Drivers.

The Drivers pane appears.

[LELET: ] Logged in as: admin Refresh Preferences About Logout

Device Name

Slot

Style

ﬂl Reset

Maximum Results

—
jv

JunlparbmlfNat.

Trademark Motice, Privacy,

In the Device Name box, enter a full or partial device driver name for which
you want to display information, or leave the box blank to display all devices.

For JUNOSe router drivers, use the format:

<virtual router name>@<router name>

For JUNOS router drivers and PCMM drivers, use the format:
default@<router name>

In the Maximum Results box, enter the maximum number of results that you
want to receive.

In the Slot box, enter the number of the slot for which you want to display
device information.

Select an output style from the Style list.
Click OK.

The Drivers pane displays the status of the devices running on the SAE.
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Viewing Information About Interfaces

To view information about the interfaces available on the router:

Component
Date
Disk
Interfaces...

Iptables...

Redirect Server
Route...

SAE

Security
System

1.

Configure Diagnose

Interfaces

Click Monitor > SAE > Interfaces.

The Interfaces pane appears.

[LELET: ] Logged in as: admin Refresh Preferences About Logout

Interface Name

Wirtual Router

ﬂl Rezet

Mame of router interface.
I l¥afue: All or part of the interface name
Defzuits Mo value

Mumber of results to be displayed.

Maxirmum Results tegal vange:! 1., INF
Defzult: 25
Display SAE information for a specified slat.
Slot l*gfue; Currently the chassis has only one slot. The valid value is O,
Defauit: 0
Qutput style,
Choices:
Ehle = brief: Display only interface names

Defzuit: Detail

Marne of virtual router,
I l'gfue: All or part of the virtual router name
Defzult Mo value

ved, Trademark Motice, Privacy,

Junlparbaufuat.

In the Interface Name box, enter the name of the router interface for which you
want to display information. or leave the box blank to display information
about all router interfaces.

In the Maximum Results box, enter the maximum number of results that you
want to receive.

In the Slot box, enter the number of the slot for which you want to display
interface information.

Select an output style from the Style list.

In the Virtual Router box, enter the name of the virtual router for which you
want to display interfaces, or leave the box blank to display information for all
virtual routers.

Click OK.

The Interfaces pane displays the interfaces available on the router.
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Viewing Equipment Registrations

You can view all equipment registrations, or you can view a specific registration.

For information about login and equipment registrations, see SRC-PE Sample

Applications Guide.

To view information about equipment registrations:

1. Click Monitor > SAE > Registered > Equipment.

The Registered/Equipment pane appears.

Monitor Configure Diagnose Manage

Logged in as: admin Refresh  Preferences About Logout

MAC address of equipment registrations.
Vafue: MAC address in the format socoionea e
Default: Mo value

Murmnber of results to be displayed.
Legal rangs! 1. INF
Default: 25

Display SAE information for a specified slat,
|“afue; Currently the chassis has only one slot. The valid value is O,
Defzuit: 0

Cutput style.

Choices:

brief: Display only MAC address of registered equipment
Defzult: Detail

| SAE

Registered / Equipment
Compenent
Hute Mac Address I
Disk
InfergEes:; Maximum Results l—
Iptables...

Slot l—

Redirect Server Style -
Route...
SAE || OK| Reset
Security
System

7. Juniper M Inc., Al Rights

. Trademark Motice, Privacy.

Junlparaau(nat.

2. In the MAC Address box, enter a MAC address that specifies the equipment
registrations that you want to display.

Use the format:

XXCEXXIXXIX XXX XX

3. In the Maximum Results box, enter the maximum number of results that you

want to receive.

h

In the Slot box, enter the number of the slot for which you want to display

equipment registration information.

5. Select an output style from the Style list.

6. Click OK.

The Registered/Equipment pane displays information about the equipment

registrations.
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Viewing Login Registrations
You can view all login registrations, or you can view a specific registration.

Monitor Configure Diagnose

CLI
Compenent
Date

Disk
Interfaces...
Iptables...
JPS

HIC

NTP

Redirect Server
Route...

SAE

Security
Systemn

For information about login and equipment registrations, see SRC-PE Sample
Applications Guide.

To view information about login registrations:

1.

Registered / Login

Click Monitor > SAE > Registered > Login.

The Registered/Login pane appears.

Manage Logged in as: admin Refresh  Preferences Aboul  Logout

Mac Address

Style

ﬂl Reset

MAC address of login registrations.
I Vaiwe: MAC address in the formnat scoion e ki
Defzult: No value

Murnber of results to be displayed.

Maxirnum Results Legal range! 1..INF
Default: 25
Display SAE information for a specified slot,

Slot l#=fue; Currently the chassis has only one slot. The valid value is O,
Defauit: 0

Cutput style

= Chofces:
brief: Display only MAC address of login registrations
Defauit: Detail

h

Junlperauufuat.

In the MAC Address box, enter a MAC address that specifies the login
registrations that you want to display.

Use the format:
XXIXXIXXIXXIXXEXX

In the Maximum Results box, enter the maximum number of results that you
want to receive.

In the Slot box, enter the number of the slot for which you want to display login
registration information.

Select an output style from the Style list.
Click OK.

The Registered/Login pane displays information about the login registrations.
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Viewing Information About Threads

To view information about the threads and their priority on the SAE:
1. Click Monitor > SAE > Threads.

The Threads pane appears.

Monitor Configure Diagnose Manage Logged in as: admin Refresh  Preferences About Logout

Threads

Component
Display SAE information for a specified slot,

Date Slot ¥afue: Currently the chassis has only ane slot. The valid value is 0.

Disk Dafauit: 0

Interfaces... ﬂl Reset

Iptables...

Redirect Server
Route...
SAE

Security
System

Junlparbaufuat.

7. Juniper Me » Ime, Al Rights Trademark Motice, Privacy,

2. In the Slot box, enter the number of the slot for which you want to display
thread information.

3. Click OK.

The Threads pane displays information about threads.

Viewing Information About Subscriber Sessions with the C-Web Interface

You can list subscriber sessions by the distinguished name (DN) of the subscriber
entry in the directory, by login name, or by session ID. You can also list subscriber
sessions by IP address for Dynamic Host Configuration Protocol (DHCP)
subscribers, authenticated Point-to-Point Protocol (PPP) subscribers, and static IP
subscribers who are being managed by the SAE.
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Viewing Information About Subscriber Sessions by DN

To view information about subscriber sessions by DN:

Component
Date

Disk
Interfaces...
Iptables...

Redirect Server
Route...

SAE

Security
System

1.

Subscribers f DN

Click Monitor > SAE > Subscribers > DN.

The Subscribers/DN pane appears.

Configure Diagnose [LELET: ]

Logged in as: admin Refresh  Preferences About Logout

Subscriber DN

Maxirmurn Results
Secret

Slot

Style

ﬂl Rezet

|
—

r

li
j'

DN of the subscribers.
l¥afue; All or part of the subscriber DN
Defzuits Mo value

Mumber of results to be displayed.
tegal vange:! 1, INF
Default: 25

Display subscriber sessions and service sessions for hidden services.,
Defzuit: Disabled

Display SAE information for a specified slot.
l“afus: Currently the chassis has only one slot, The valid value is O,
Default: 0

Qutput style

Choices:

brief: Display only subscriber sessions

terse: Display subscriber session ID, login name, and IP address
Defzult: Detail

Junlparbaufuat.

In the Subscriber DN box, enter a full or partial subscriber DN for which you
want to display information, or leave the box blank to display all subscriber

sessions.

In the Maximum Results box, enter the maximum number of results that you

want to receive.

Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.

In the Slot box, enter the number of the slot for which you want to display
subscriber session information.

Select an output style from the Style list.

Click OK.

The Subscribers/DN pane displays information about subscriber sessions.

Viewing Information About Subscriber Sessions with the C-Web Interface
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Viewing Information About Subscribers by IP Address

To view information about subscriber sessions by IP address:
1. Click Monitor > SAE > Subscribers > IP.

The Subscribers/IP pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

(=1 Subscribers f IP
Component

IP address of subscriber sessions,
Date IF Address I l#zie; All or part of the subscriber IP address
Disk Defzuit: No value

Mumber of results to be displayed.

Interf:
R, Maxirum Results Legal vange! 1. INF

Iptables... Defzult: 25

JPs Secret - Display subscriber sessions and service sessions for hidden services,
Defzuit: Disabled

NIC
Display SAE information for a specified slot.
NTP Slot l“ziue: Currently the chassis has only one slot, The valid value is 0,

Redirect Server Esiauts ©

Qutput style

Cholces:
SAE Style bt brief: Display only subscriber sessians

terse: Display subscriber session ID, login name, and IP address
Security Defzult: Detail

System ﬂl Reset

Junlperaaufnat.

2. In the IP Address box, enter a full or partial IP address for which you want to
display information, or leave the box blank to display all subscriber sessions.

3. In the Maximum Results box, enter the maximum number of results that you
want to receive.

4. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.

5. In the Slot box, enter the number of the slot for which you want to display
subscriber session information.

6. Select an output style from the Style list.
7. Click OR.

The Subscribers/IP pane displays information about subscriber sessions.
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Viewing Information About Subscriber Sessions by Login Name

To view information about subscriber sessions by login name:

Component
Date

Disk
Interfaces...
Iptables...

Redirect Server
Route...
SAE

Security
System

1.

Configure Diagnose

Click Monitor > SAE > Subscribers > Login Name.

The Subscribers/Login Name pane appears.

[LELET: ] Logged in as: admin Refresh Preferences About Logout

Subscribers f Login Name

Login Mame

Secret

Slot

Style

ﬂl Rezet

Login name of subscriber sessions,
I l¥afue; All or part of the subscriber login name
Defzuits Mo value

Mumber of results to be displayed.

Maxirum Results tegal vange:! 1, INF

Default: 25

- Display subscriber sessions and service sessions for hidden services.,
Defzuit: Disabled

Display SAE information for a specified slot.

l*afus: Currently the chassis has only one slot, The valid value is O,

Defzuit: 0

Qutput style
Choices:
g brief: Display only subscriber sessions
terse: Display subscriber session ID, login name, and IP address
Defzult: Detail

N

Junlparbaquat.
In the Login Name box, enter a full or partial login name for which you want to
display information, or leave the box blank to display all subscriber sessions.

In the Maximum Results box, enter the maximum number of results that you
want to receive.

Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.

In the Slot box, enter the number of the slot for which you want to display
subscriber session information.

Select an output style from the Style list.
Click OK.

The Subscribers/Login Name pane displays information about subscriber
sessions.

Viewing Information About Subscriber Sessions with the C-Web Interface
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Viewing Information About Subscriber Sessions by Service Name

To view information about subscriber sessions by service name:

1. Click Monitor > SAE > Subscribers > Service Name.

The Subscribers/Service Name pane appears.

Configure Diagnose [LELET: ]

Subscribers f Service Name

Logged in as: admin Refresh  Preferences About Logout

Component

uie Service Mame I

Interf;
ik Maxirmurn Results

Iptables...
Secret -

Slot

Redirect Server

Route...
SAE o Style b

Security

System ﬂl Reset

service name of subscriber sessions.
l¥afue; All or part of the service name
Defzuits Mo value

Mumber of results to be displayed.
tegal vange:! 1, INF
Default: 25

Display subscriber sessions and service sessions for hidden services.,
Defzuit: Disabled

Display SAE information for a specified slot.
l*afus: Currently the chassis has only one slot, The valid value is O,
Default: 0

Qutput style

Choices:

brief: Display only subscriber sessions

terse: Display subscriber session ID, login name, and IP address
Defzult: Detail

Junlparbaufﬂat.

2. In the Service Name box, enter a full or partial service name for which you
want to display information, or leave the box blank to display all subscriber

sessions.

3. In the Maximum Results box, enter the maximum number of results that you

want to receive.

4. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.

5. In the Slot box, enter the number of the slot for which you want to display
subscriber session information.

6. Select an output style from the Style list.

7. Click OK.

The Subscribers/Service Name pane displays information about subscriber

sessions.
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Viewing Information About Subscriber Sessions by Session ID

To view information about subscriber sessions by session 1D:

cLl
Component
Date

Disk
Interfaces...
Iptables...

JPS

NIC

NTP

Redirect Server

SAE

Security
System

Configure

Diagnose

1.

Click Monitor > SAE > Subscribers > Session ID.

The Subscribers/Session ID pane appears.

[LELET T Logged in as: admin Refregsh  Preferences About Logout

Subscribers f Session 1D

Session 1D

Secret

Slot

Style

ﬂl Rezet

ID of subscriber sessions.
I l#=de; All or part of the subscriber session ID
Defauit: No value

Mumber of results to be displayed.

Maxirum Results Legal vange! 1. INF

Default: 25

- Display subscriber sessions and service sessions for hidden services.
Defzuit: Disabled

Display SAE information for a specified slot.

l“ziue: Currently the chassis has only one slot, The valid value is O,

Defauit: 0

Qutput style
Cholces:
bt brief: Display only subscriber sessians
terse: Display subscriber session ID, login name, and IP address
Defauit: Detail

Junlperbaufnat.

In the Session ID box, enter a full or partial session ID name for which you
want to display information, or leave the box blank to display all subscriber
sessions.

In the Maximum Results box, enter the maximum number of results that you
want to receive.

Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.

In the Slot box, enter the number of the slot for which you want to display
subscriber session information.

Select an output style from the Style list.
Click OK.

The Subscribers/Session ID pane displays information about subscriber
sessions.
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Viewing SNMP Information with the C-Web Interface

You can use the C-Web interface to view SNMP statistics for the SAE configuration
of:

m  Directory

m  Licenses

m  Policies

m  Server processes

m RADIUS

m Devices

m  Subscriber sessions and service sessions
Viewing SNMP Statistics for the Directory

To view SNMP statistics for the directory:

1. Click Monitor > SAE > Statistics > Directory.

The Statistics/Directory pane appears.

Monitor Configure Diagnose Manage Logged in as: admin Refresh  Preferences  About Logout

Statistics / Directory

Component
Display SAE information for a specified =lot.

Date Slot |¥afue: Currently the chassis has only one slot. The valid value is O,
Disk Defauit: 0

Interfaces... ﬁl Reset

Iptables...

Redirect Server
Route...

SAE

Security
Systemn

Copwright @ 2007, Junipar Metwarks, Inc Al Rights R ed. Trademark Matice, Privacy. Juniper b‘“uf net

2. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for the directory.

3. Click OK.

The Statistics/Directory pane displays statistics for the directory.
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Viewing SNMP Statistics for Directory Connections
To view SNMP statistics for directory connections:

1. Click Monitor > SAE > Statistics > Directory > Connections.

The Statistics/Directory/Connections pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

il SAE
cu Statistics / Directory / Connections
Component
Directory connection 1D,
Date Connection ID I lzfue: All or part of the connection ID
Digk Defzuit Mo value
Display SAE information for a specified slot.
Interf: . .
SIINCes Slot I l'afue: Currently the chassis has only ane slot. The valid value is 0,

Iptables... Defzuit: 0
JPs Output style

I I Cholces:
NIC Style i brief: Display only directory connection IDs
NTP Defzuit: Detail

Redirect Server ﬂl Reset

Route...
SAE
Security
System

7, Juniper N edl, Trademark Motice, Privacy,

Junlperbnufﬂtt.

2. In the Connection ID box, enter a full or partial connection 1D for which you
want to display information, or leave the box blank to display all SNMP
statistics for all directory connections.

3. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for directory connections.

4. Select an output style from the Style list.
5. Click OK.

The Statistics/Connections pane displays statistics for directory connections.
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Viewing SNMP Statistics for Client Licenses
To view SNMP statistics for client licenses:

1. Click Monitor > SAE > Statistics > License > Client.

The Statistics/License/Client pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

Statistics / License f Client

Component
Display SAE infarmation for a specified slot,

Date Slot ¥ziue: Currently the chassis has only one slot. The valid value is 0,
Digk Defauit: 0

Interfaces... ﬂl Rezet

Iptables...

Redirect Server
Route...

SAE

Security
System

07, Juniper » Inc, Al Rights ed, Trademark Motice

Junlparau\.l(Ntt.

2. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for client licenses.

3. Click OK.

The Statistics/License/Client pane displays statistics for client licenses.
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Viewing SNMP Statistics for Licenses by Device

Component
Date

Disk
Interfaces...
Iptables...

Redirect Server

Route...
SAE
Security
System

Configure

Diagnose

To view SNMP statistics for licenses by device:

Click Monitor > SAE > Statistics > License > Device.

The Statistics/License/Device pane appears.

[LELET: ] Logged in as: admin Refresh Preferences About Logout

Statistics / License f Device

Marmne of a device.
\¥zive: All or part of the device name.

For JUNOSe router drivers, use the format

Device virtualRouterMarne@routeriarme.,
Mame & For JUNOS router drivers and PCMM drivers, use the format
default@routerNarme.,

Defawit: No value
Display SAE information for a specified slot.

Slot l¥ziue: Currently the chassis has only one slot, The valid value is O,
Defauit: 0
Qutput style
Choices!

-

sl brief: Display only device names
Defauit: Detail

OK| Reset

Juniper N ved, Trademark Motice, Privacy, Juniper b““" Net.

In the Device Name box, enter a full or partial device name for which you want
to display information, or leave the box blank to display SNMP statistics for all
devices.

For JUNOSe router drivers, use the format:

<virtual router name>@<router name>

For JUNOS router drivers and PCMM drivers, use the format:

default@<router name>

In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for device licenses.

Select an output style from the Style list.
Click OK.

The Statistics/License/Device pane displays statistics for virtual router licenses.
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Viewing SNMP Statistics for Local Licenses
To view SNMP statistics for local licenses:

1. Click Monitor > SAE > Statistics > License > Local.

The Statistics/License/Local pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

cu Statistics / License f Local

Component
Display SAE information for a specified =lot,

Date Slot ¥alue: Currently the chassis has only one slot, The valid value is 0.

Disk Defauit: 0

Interfaces... ﬂl Reset

Iptables...

JPS

NIC

NTP

Redirect Server

SAE
Security
System

Junlpera\waat.

2. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for local licenses.

3. Click OK.

The Statistics/License/Local pane displays statistics for local licenses.
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Viewing SNMP Statistics About Policies
To view SNMP statistics about policies:

m  Click Monitor > SAE > Statistics > Policy Management.

The Statistics/Policy Management pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

cu Statistics / Policy Management
Component

Display SAE infarmation for a specified slot,
Date Slot l¥zfue: Currently the chassis has only one slot, The valid value is 0.
Digk Defauit: 0

Interfaces... ﬂl ﬂl
Iptables...

JPS

HIC

NTP

Redirect Server
Route...

SAE

Security
System

7, Juniper N edl, Trademark Motice, Privacy,

Junlperau\.ltht.

4. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for policies.

5. Click OR.

The Statistics/Policy Management pane displays statistics for policies.
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Viewing SNMP Statistics About Server Processes
To view SNMP statistics about server processes:

1. Click Monitor > SAE > Statistics > Process.

The Statistics/Process pane appears.

Configure Diagnose Manage Logged in as: admin Refresh Preferences About Logout

cu Statistics / Process

Component
Display SAE information for a specified =lot,

Date Slot ¥alue: Currently the chassis has only one slot, The valid value is 0.

Disk Defauit: 0

Interfaces... ﬂl Reset

Iptables...
JPS

NIC

NTP

Redirect Server

SAE

Security
System

Junlpera\waat.

ed, Trademark Motice, Privacy,

2. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for server processes.

3. Click OK.

The Statistics/Process pane displays statistics for server processes.
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Viewing SNMP Statistics About RADIUS
To view SNMP statistics about RADIUS:

1. Click Monitor > SAE > Statistics > RADIUS.

The Statistics/RADIUS pane appears.

Monitor Configure Diagnose Manage Logged in as: admin Refresh  Preferences About Logout

Statistics f RADIUS

Component
Display SAE information for a specified slot,

Date Slot \¥afue: Currently the chassis has only ane slot. The valid value is 0.

Disk Dafauit: 0

Interfaces... ﬂl Reset

Iptables...

Redirect Server
Route...
SAE

Security
System

Junlparau\.lfNat.

7. Juniper Me » Inc, Al Rights Trademark Motice, Privacy,

2. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for RADIUS.

3. Click OK.

The Statistics/RADIUS pane displays statistics for RADIUS.
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Viewing SNMP Statistics About RADIUS Clients
To view SNMP statistics about RADIUS clients:

1. Click Monitor > SAE > Statistics > RADIUS > Client.

The Statistics/RADIUS/Client pane appears.

Configure Diagnose [LELET: ]

Statistics f RADIUS f Client

Logged in as: admin Refresh  Preferences About Logout

Component

Date

Disk %‘[‘sﬁ”i [authenticarion 7|
Interfaces...

Iptables...

Display SMMP information for either RADIUS accounting clients or RADIUS
authentication clients.

Cholces!

accounting: Display RADIUS accounting client information

authentication: Display RADIUS authentication client information

Defaoit: Mo value

IP address or addresses of RADIUS clients.

Ip Address I l'zfue: All or part of the client IP address
Defauit: Mo value
Display SAE information for a specified slot,
Slot I l'afue: Currently the chassis has only ane slot. The valid value is 0,
Redirect Server Defzuit: 0
Route... Output style.
I I Cholces!
SAE il = brief: Display only clients accessible by IP address/port number
Security Defauit: Detail
5 Port numnber for RADIUS clients.
ystem Udp Port I l'afue: All or part of the client port number
Defzult Mo value
*Mandatory
OH | Reset
07, Juniper v, &1l Right cd, Tradematk Motice, Privacy. Juniper b““" Net.

2. Select a client type from the Client Type list:

m  accounting—Displays RADIUS accounting information

m authentication—Displays RADIUS client authentication information

3. In the IP Address box, enter the client IP address to display SNMP information
for a specific RADIUS client, or leave the box blank to display SNMP
information for all RADIUS clients.

4. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for RADIUS clients.

5. Select an output style from the Style list.

6. In the UDP Port box, enter a port number to display SNMP information for a
specific RADIUS client, or leave the box blank to display SNMP information for

all RADIUS clients.

7. Click OKR.

The Statistics/RADIUS/Client pane displays statistics for RADIUS clients.
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Viewing SNMP Statistics for Devices
To view SNMP statistics about devices:

1. Click Monitor > SAE > Statistics > Device.

The Statistics/Device pane appears.

Configure Diagnose [LELET: ] Logged in as: admin Refresh Preferences About Logout

Statistics / Device

Component

Marmne of a device.

Date \¥zive: All or part of the device name.

Disk

For JUNOSe router drivers, use the format

Device virtualRouterMarne@routeriarme.,

Iptables... Mame For JUNOS router drivers and PCMM drivers, use the format
default@routerNarme.,

Interfaces...

Defawit: No value

: Display SAE information for a specified slot.
b INUISE LI, Slot l¥ziue: Currently the chassis has only one slot, The valid value is O,
Route... Defauwit: 0

Qutput style

SAE -
Choices!
£ v . .
Security Style brief: Display only device names

System Defzuit: Detail

ﬁl Reset

Junlparbaufuat.

2. Inthe Device Name box, enter a full or partial device name for which you want
to display information, or leave the box blank to display all devices.

3. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for devices.

4. Select an output style from the Style list.
5. Click OK.

The Statistics/Device pane displays statistics for all devices.
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Viewing SNMP Statistics for Specific Devices

To view SNMP statistics about specific devices:

1. Click Monitor > SAE > Statistics > Device > Common.

Component
Date

Disk
Interfaces...
Iptables...

Configure

Diagnose

The Statistics/Device/Common pane appears.

Manage Logged in as: admin Refresh Preferences About Logout

Statistics / Device § Common

Device
Mame

Marme of a device.
Yafve: All or part of the device name,

» For JUNOSe router drivers, use the format

virtualRouterMarne@routeriarne.,
For JUNOS router drivers and PCMM drivers, use the format
default@routerNarme.,

Defawit: No walue
Display SAE information for a specified slot.

et (ECURErVer Slot l¥ziue: Currently the chassis has only one slot. The wvalid walue is 0.,
Route... Default: 0
SAE Display SMNMP statistics for a specified device driver type,
Choices:
Security junos: Display SMMP statistics for JUNOS router drivers
Type - junose-cops: Display SMMP statistics for JUNGSe router drivers

Systemn

ﬁl Reset

packetcable-cops: Display SNMP statistics for PCMM device drivers
proxy: Display SNMP statistics for third-party drivers
Defawit: No walue

. Juniper N

Junlpifbaufﬂtl.

In the Device Name box, enter a full or partial device name for which you want
to display information, or leave the box blank to display all devices.

In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for specific devices.

Select a device type from the Type list:

= junos—Displays SNMP statistics for JUNOS router drivers

= junose-cops—Displays SNMP statistics for JUNOSe router drivers

m  packetcable-COPS—Displays SNMP statistics for PCMM device drivers
= proxy—Displays SNMP statistics for third-party drivers

Click OK.

The Statistics/Device/Common pane displays statistics for the specified device.
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Viewing SNMP Statistics for Subscriber Sessions and Service Sessions
To view SNMP statistics about subscriber sessions and service sessions:

1. Click Monitor > SAE > Statistics > Sessions.

The Statistics/Sessions pane displays statistics for subscriber sessions and
service sessions.

Monitor Configure Diagnose Manage Logged in as: admin Refresh  Preferences About Logout

Statistics f Sessions

Component
Display SAE information for a specified slot,

Date Slot \¥afue: Currently the chassis has only ane slot. The valid value is 0.

Digk Defauit: 0

Interfaces... ﬂl Rezet

Iptables...

Redirect Server
Route...

SAE

Security
System

Junlparau\.lfNat.

7, Juniper H Inc, Al Rights

2. In the Slot box, enter the number of the slot for which you want to display
SNMP statistics for specific devices.

3. Click OK.

The Statistics/Sessions pane displays statistics for subscriber sessions and
service sessions.
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