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TDD Documentation

There are three main documents which you can use to learn more about the SmartWall TDD:

SmartWall ] ] o
The appropriate guide (KVM or ESXi) is

TDD ) Deploy a SmartWall TDD on your own servers. After

. provided by your Support ] o ]

Getting ) } completing the tasks in this guide, your TDD will be ready
representative or available on the

Started ] for use.

. Juniper support portal
Guide

SmartWall PDF help from the top menu of the
TDD User SWA Web Ul or available on the
Guide Juniper support portal

Manage your SmartWall TDD. Contains TDD specific tasks

and reference information for the SWA Web UI.

o ] o Understand general system tasks, enabling you manage
SmartWall Context sensitive help site built into

TDD CMS the CMS Web Ul or available on the

User Guide Juniper support portal

your Defense devices and troubleshoot any issues. Contains
reference information for the CMS Web Ul, CLI, pCLI and
REST API.

Note: The SmartWall TDD User Guide available from inside the SWA and CMS User Guide
available from inside the CMS contain additional information compared to the versions of the
guides available on the Juniper Support Portal. This information is only available to customers

and is not publicly accessible.
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SmartWall Threat Defense Director

The SmartWall Threat Defense Director (SmartWall TDD) works together with Juniper Networks® MX Series routers to

filter out DDoS attack traffic at the edge of your network.
A SmartWall TDD system requires the following components:

« Remote Devices — The Juniper Networks MX Series router at the edge of the network being protected. They
send sampled traffic to the vNTD and are directed by vSWA to apply firewall filters to block DDoS attack traffic.
« Defense Director — A bundle of three virtual applications:

e VSWA —The SmartWall SecureWatch Analytics Virtual Edition (vSWA) receives information from the
Detection Engine (via the vCMS) to identify the DDoS attacks currently active against your network. The
vSWA application then sends firewall filter commands to the router to filter the attack traffic as it arrives
at the router. The vSWA application also displays real-time and historical statistics that enable you to
analyze attacks on your network.

e VCMS —The SmartWall Central Management Server Virtual Edition (vCMS) controls the Detection Engine
and enables you to configure the attack mitigation policy used to distinguish attack traffic from normal
network traffic.

« Detection Engine (VNTD) — The SmartWall Network Threat Defense Virtual Edition (vNTD) is the Detec-
tion Engine for the SmartWall TDD. It detects DDoS attack traffic in mirrored samples sent from the edge
routers.

« Additional Detection Engines — The Defense Director bundle includes a single Detection Engine (vNTD). You

may need to purchase additional Detection Engines for your deployment.
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Working with the SmartWall TDD applications and documentation

The same three applications which power the SmartWall TDD are also used in the Corero SmartWall Threat Defense
System (SmartWall TDS). The SmartWall TDS is primarily used inline or in a scrubbing configuration, where the
Defense devices block traffic directly. As the system shares common components, you may see the following types of

information relating to the SmartWall TDS:

« Some features in the CMS are designed for NTD inline mitigation and will not be available in a SmartWall TDD

deployment. When working in the CMS, if you are unsure if a feature applies to the SmartWall TDD, click @
the help icon in the top left and look for a note labeled TDD deployments.
« Inthe CMS interface, events, and documentation you will see references to "blocking traffic". In a SmartWall

TDD deployment, this should be interpreted as "identifying DDoS attacks".
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Core Concepts

Provisioning Command Line Interface (pCLI)

When you install a SmartWall device or application, you need to execute essential configuration tasks using the
Corero Provisioning Command Line Interface (pCLI). The pCLl is a set of commands you can use to define the initial
configuration of each SmartWall® component. For initial configuration of any component, type setup in the pCLI to

launch a wizard which will guide you through the initial configuration options.
Policy

A Policy is a configuration of the attack mitigation features which tells the Defense devices how to handle incoming

traffic. Each policy is contained in a Protection Profile.
Protection Profiles

A Protection Profile is a container for a configuration of the attack mitigation features (Policy) in the CMS. When you
associate a Protection Profile with a Cluster, it provides all the Defense devices in that Cluster with the same Policy for
handling incoming traffic. You can create one Protection Profile for your network or multiple Protection Profiles each

containing a different Policy.

Clusters

A Cluster is a set of identically configured Defense devices. When you create a new Cluster you must associate it with

a Protection Profile containing the Policy which controls how the devices in that Cluster respond to traffic.
Devices
There are two types of devices in the SmartWall TDD system:

« Defense devices — This is broader term for the vNTDs (SmartWall Network Threat Defense Virtual Edition
devices) which are used purely as Detection Engines in a SmartWall TDD deployment

« Remote Devices —This is a broader term for the Juniper Networks MX Series router used to mitigate
DDoS attack traffic

While the SmartWall TDD only uses the above device types, in the user interface and documentation you should be
aware that device can refer to any of the Defense devices compatible with the SmartWall TDS system (VNTD,
NTD1100, NTD280, and NTD120) or a Bypass Device.

Segments

A Segment is an interface pair to which DDoS protection is applied. The segment is associated with a port pairon a
Defense device. The first time you connect a Defense device to the CMS, it identifies the available interfaces and

records them as Segments.
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Note: AvNTD has two available interface ports which act as one Segment. For SmartWall TDD

deployments only the 1st interface will be used. The 2nd interface should be disabled in the CMS.
Defense Mode

The Defense Mode is the default traffic handling mode which tells the system whether it should use the rest of the
Policy features to block attack traffic, just inspect the traffic, or send the traffic to the internal network without any

inspection.
For a TDD deployment, when you select a defense mode you have the following options:

« Mitigate mode —The TDD system instructs the router to discard attack traffic.
« Monitor mode —The router will complete all steps as if it was mitigating traffic (i.e. sending telemetry to SWA)

but will accept the attack traffic.

Note: In the CMS documentation and user interface, the Defense Mode is described for an inline
SmartWall TDS deployment where the Defense device is able to directly block traffic. In the TDD
system the blocking is only ever performed by the routers. Pass-though mode only applies to the

TDS system.
Analytics

Analytics is the process of collecting and analyzing the event and system information generated by the Defense
devices. The Defense devices send analytics syslog messages to the CMS where that information is aggregated and
sent to SWA.

Sampled Traffic

This is a feed of a proportion of the traffic received by the Juniper Networks MX Series router ahead of any mitigation.
The vNTD uses this traffic to detect DDoS attacks, and enables the TDD system to generate the filter instructions it
sends to the Remote Device to block that attack traffic and permit non-attack traffic. For example, if you have 1Tbps

of traffic coming into a Remote Device, and a sample rate of 1:1000, the vNTD will see 1Gbps of sampled traffic.
Caution: Do not use truncated samples on the Juniper Networks MX Series router.
Telemetry

Telemetry is sent from the Juniper Networks MX Series router to the vSWA. It shows the network traffic processed by

the router including what was permitted or blocked by the TDD system.

The TDD requires a telemetry feed from every monitored router to the SWA application. There are two main

telemetry delivery methods:
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« Native telemetry (UDP)—Telemetry is sent over your traffic network between the router and SWA. This
requires a dedicated 10GB port on the router and a 10GB, or 1GB, port on the SWA host.
« 8RPC telemetry — Telemetry is sent over the 1GB Management network. With gRPC telemetry you have the

option to encrypt the telemetry traffic using SSL certificates.

You decide which telemetry type is used when you configure the Juniper Networks MX Series router. If you choose

gRPC telemetry, you must download 2 additional software files to the router during set up and then provide

additional configuration information when adding the router to the SWA as a remote device.

Management network Management network

1GE | Router 168 | Router VSWA 1GB ‘Router 1GB iRouter IGBG vSWA

1068 168 L I i

Native Telemetry

®

Mative Telemetry

NETCONF

The TDD system uses NETCONF to configure the ephemeral firewall rules in the Juniper Networks MX Series router to

block or permit network traffic.
SmartWall Service Portal

The SmartWall Service Portal enables you to offer Corero SmartWall DDoS Protection, as a managed service, to your
customers. The Service Portal is a customer-facing DDoS protection portal which uses traffic data from your
SmartWall TDD and displays the information in easy to read dashboards and reports. Your customers can log in to
the portal and view the attacks you have protected them against. For information on Service Portal versions which

are compatible with your SmartWall TDD, see the SmartWall TDD release notes.

Note: If you do not have a Service Portal and would like to add one to your existing TDD system,

contact your support representative for more information.
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Deployment Checklist

The following checklist provides an overview of the deployment process. Verify each step is complete before moving

on:

Location
On your PC

On the host server

On the host server

On the host server

On the host server

On the host server

On your PC: SWA web Ul

On your PC
On your PC: CMS web Ul
On your PC: CMS web Ul
On your PC: CMS web Ul

On your PC: CMS web Ul

On router CLI

On your PC: CMS web Ul
and SWA web Ul

On your PC: CMS CLI

Action Done?
Save the TDD license file you received when you purchased the TDD.

Setup host server(s) and make any network changes.

Download the following install files from https://corero.force.com :

corero-ntd-virtual-edition_9.7.5.xxxx-vmware.ova, corero-cms_9.7.5.xxxx-

vmware.ova, corero-swa_9.7.5.xxxx-vmware.ova

Deploy vSWA and use the pCLI to setup management and secondary

network interfaces.

Deploy vCMS and use the pCLI to setup management interface.

Deploy VNTDs (or high sampled traffic rate vNTDs) and use the pCLI to setup

management interfaces.

Upload TDD license file to SWA.

Request your vVNTD Licenses and save files.

Upload the vNTD license to the CMS.

Add vNTD to CMS.

Disable 2nd interface and disable LSP for each vNTD.

Setup the connection between CMS and SWA.

Configure routers to send traffic samples to the vNTDs and receive filters
from SWA.

Add router authentication credentials to CMS and SWA.

Configure default defense policy for TDD system.

14
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On your PC: CMS web Ul Tune Policy for your network and, optionally, setup multiple Clusters and
and SWA web Ul Protection Profiles.

Caution: When the TDD system is installed, it is recommended to set it to Monitor Mode (the
CMS Defense Mode which shows how the system will affect traffic when mitigating but does not
block any traffic). When you have evaluated and tuned the CMS Policy for your network traffic,
you can then switch the system into Mitigate Mode and begin blocking DDoS attack traffic.
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Network Configuration for TDD Deployment

To operate correctly, a SmartWall TDD installation will require network configuration settings and certain ports to be

available between components.

« You may want to have the IP addresses ready for any other syslog clients you intend to use.
e You must allow outbound TCP port 443 traffic to enable the TDD to connect to the Corero License server. To

establish licensing, you must install a SecureWatch package on the vSWA.

« When hosting a SmartWall TDD, truncated samples should not be used on the Juniper Networks MX Series
router. The JunOS command set forwarding-options port-mirroring maximum-packet-length

should have a value of 0 (disabled).

Securing your SmartWall applications

Corero recommends following best practice industry standards to secure your SmartWall deployment:

Connect management interfaces to secure networks, isolated from the Internet, to prevent unauthorized
access to the SWA, CMS, or NTD.
If practical, run Corero CMS and SWA virtual machines on a dedicated server to physically isolate them from
other guest virtual machines.
If running CMS and SWA on shared virtual infrastructure, ensure you apply latest security fixes as they emerge.
This may require:

o Patching the server BIOS for new CPU firmware.

« Patching the hypervisor.

« Patching other guest virtual machines operating systems

« Patching other guest VMs and applications that may be running on the same server as Corero man-

agement components.

Limit access to the CMS and SWA to authorized personnel. Ensure adequate access controls are in place.
Ensure authorized personnel are associated with the correct access roles on the CMS and SWA.
Use strong access credentials, regularly changed, through authentication service such as LDAP or RADIUS to
authenticate access to your users.
Limit knowledge of privileged account credentials.
After deployment, change default NTD credentials and manage using Authentication Groups in the CMS. Note:
The same NTD credentials are used for managing NTDs from the CMS and for accessing the NTD pCLI.
Apply the latest software updates from Corero which contain the latest available security patches.
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Firewall Considerations

Your SmartWall deployment should be protected by your network infrastructure’s firewall. You will need to modify

your firewall policy to allow access on certain ports.

The following diagram shows the default network ports required for a full SmartWall TDD deployment:

Email Server

TCP/2024 CMS CUI
UDR/161 SNMP

TCP/443 HTTPS & REST

TCR/5E7 encrypted
TCP/25 unencrypted *

TCP/2222 55H poul~

T
TCP, 3 HTTPS (File Transfar,
TCP/6343 Evants*
UDP/6343 sFlow*
P, ¥

ag®
VNTD

CLIAPE

TCP/9997 Syilog

55
=®

Service Portal
Optional

TCP/5410 Sysiog

Key
* Configurable by the user
= For SecureWatch access

Router

Note: If your SmartWall TDD comes with Corero's SecureWatch Service, this also requires a

change to your firewall policy. Contact your support representative for the required information.
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SmartWall TDD Deployment

The following diagram shows a common deployment scenario for the SmartWall TDD. If you require further

assistance configuring the best deployment for your network, contact your support representative.

Separately hosted TDD applications managing one Juniper Networks MX Series router

In this scenario, the three SmartWall TDD applications are all installed separately, on the same management network
as the router they are receiving sampled traffic from. The diagram shows the three possible routes for telemetry to be
passed from the router to the SWA.

Juniper Networks®
MX Series Router
Filtered traffic
ARINERNENERARNRERE NN
' Mirroring interface i Protected
i \ (forwarding plane) 3 .
*You only need one type of telematry — ANANE E Assets
connection to the router. You can choose: ; E :
= Native 1GB Telemetry™* . :
+ Native 10GB (Mative option 1: E :
* gRPC H 1GB) : :
Secondary ':' Sampled E
network : Traffics
Management network [x.x.x.x) : gpasssmasnasssssnasssed H
i i Telemetry* i Telemetry* :
{gRPC only) : (Native option 2: i
: 10GB) .
: 3
Secondary E : External
i Interface '!' s Interface
~—— Browser Access CLUAPI
CMS: https://x.x.x.b
SWA: https.//x.x.x.c:8000 @ @
vSWA 4|4 vems |4 4l wnTD
MGMT £ MGMT : (L memT
H Interface Interface B Interface
(x.x.x.C) (xxx.h) s i (exxa)
e CMS5 pCLI access s e
ssh on xxxh2272 Filter configuration Events Events
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TDD applications, on one host, managing one Juniper Networks MX Series router

In this scenario, the three SmartWall TDD applications are all installed on a single server and are receiving sampled

traffic from a single router. The diagram shows the three possible routes for telemetry to be passed from the router

to the SWA.

All traffic

Internet l

Juniper Networks®
MX Series Router

Filtered traffic

Protected

: Telemetry*

Telemetry™ A ! ' - Assets
(Native option 1: E s (Native option 2:
1GB) : : 1068)
Sampled E -
H 5 Trahe E E *You only need one type of telemetry
Filter : Telemetry* . L connection to the router. You can choose:
configuration :{ : (gRPC only) : +  Native 1GB
HIH = . .
Management network [x.x.x.x) H : . et
- T : : -
Secondary == ﬂl - m I
network 2 ﬁ ﬁ I
| .
[ % inatvercs : c 5
: i *Native 10GB i
CMS: https://x.x.x.b i1 i :
SWA: https://x.x.x.c:8000 Bridge 1 it :
n vNTD

e CMS pCLI access
ssh on x.x.x.0:12222

vCMS
CLI/API
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Deploying VNTDs for Different Sampled Traffic Rates

There are multiple ways to deploy a vNTD on your own server. If you expect a high sampled traffic rate, you must
dedicate hardware resources on the host for the vNTD. If you expect a lower sampled traffic level, you can speed up

your installation by skipping those steps.

NICs: vmxnet3

Sampled traffic rates up to 250 Kpps or 1.2Gbps per core .

Note: With a sample rate of 1-1000, this equates to up to 1.2 Tbps of protected 2 core vNTD

traffic (or up to 250 million pps). No PCI Passthrough

NICs: X710/X520

7 core vNTD
Sampled traffic rates between 1.2Gbps and 10Gbps

PCl Passthrough required (see
Appendix A)

Caution: For the vNTD External Interface, 1000 NICs are not supported. You will experience
issues viewing some statistics like packet drops and bad CRC packets. Contact your support

representative for more information on choosing a NIC.

Using this document to deploy a vNTD

The main deployment method focuses on vNTDs expecting sampled traffic rates of less than 1.2Gbps per core, which
do not need dedicated hardware resources to achieve necessary performance. Follow the standard vNTD

deployment instructions.

If you need to handle up to 10Gbps sampled traffic rates, you should use the alternative high sampled traffic rate

vNTD deployment guides in Appendix A using PCI Passthrough.
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Deploying the TDD Virtual Components

The virtual components of the SmartWall Threat Defense Director (TDD) can be installed on a your own ESXi server.

Your Corero representative will have provided you with the files you need for ESXi installation.

Juniper Networks MX Series router requirements

Your Juniper Networks MX Series router must meet the following criteria:

o It must support Sampled Mirror, Flexible Filtering, Ephemeral Configuration, and Remote Telemetry.

e Your router should be running one of the following JunOS versions:

o For production deployments:

17.2R3

17.3R3

17.3R3-S8 recommended
17.4R2

18.1R3

18.2R2

18.3R1

18.3R3-52 recommended
19.2R3 recommended
20.1R2 recommended

Note: Recommended versions have had a broad and successful use with Corero
SmartWall TDD.

o Forlab tests or proof of concept deployments:

Any of the above
16.2R3 minimum

Caution: For JunOS versions not listed, please refer to your support representative for

compatibility.

Virtual Editions components

You should have the following files saved locally (where xxxx represents the variable section of the file name):

o corero-ntd-virtual-edition_9.7.5.xxxx-vmware.ova — The vNTD OVA package

e corero-cms_9.7.5.xxxx-vmware.ova — The vCMS OVA package
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e corero-swa_9.7.5.xxxx-vmware.ova — The vSWA OVA package

Required information
You need to have the following network information available for each virtual edition before you begin to install:

« IP address and subnet mask — The IP address you will use to access the application from your core network.

« DNS IP address — The address of the DNS server you will use for the site. You may have more than one of
these.

« Default gateway IP address — The address of the default gateway for your site.

o NTP IP address — The address of the NTP server you wish to use for the site. You may have more than one of

these. Corero can provide you with an NTP server address if you do not have one of your own.

For vCMS and vSWA, you also need A SecureWatch® package file and unlock code. To connect your CMS and SWA
applications to the SecureWatch® Service, you will need to upload a SecureWatch® package file to both applications
after deployment.

System requirements

Host requirements

Before you begin, make sure the server you plan to deploy an application on meets the following requirements:

vCenter Server 6.50r vCenter Server 6.5 or

Supported . . . . : .

o later with ESX/ESXi later with ESX/ESXi vCenter Server 6.5 or later with ESX/ESXi 6.5 or later
6.5 or later 6.5 or later
ECC memory is ECC memory is . .

Memory . . ECC memory is required.
required. required.

) The CPU must The CPU must The CPU must support VT-x (and VT-d for high sample
support VT-x. support VT-x. traffic rates). They must be enabled.
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Datastore provided Datastore provided
by redundant RAID by redundant RAID

storage: storage: )
Datastore provided by redundant RAID storage:
¢ Minimum SAN ¢ Minimum SAN
Datastore « Minimum SAN or NAS datastore
or NAS or NAS )
e Recommended VirtlO
datastore datastore
o Recommended o Recommended
VirtlO VirtlO
Management NIC: e1000 or virtlO
External Interface:
- Management NIC: Management NIC: o Forlowsampled traffic rates —vmxnet3
S
1000 or virtlO 1000 or virtlO o For high sampled traffic rates — X710

(recommended to use firmware 6.8 or higher)
or equivalent NICs utilizing VT-d directed I/0
technology (PCI Passthrough).

Virtual appliance requirements

The table below lists the minimum requirements for each virtual appliance that you install.

Minimum 12GB per socket (with seven 1GB -or

Minimum 8 GB of Minimum 12 GB of
Memory equivalent- huge pages available for high

memory. memory.
sample traffic rates).
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Defense Director Defense Director

Detection Engine (VNTD)
(vCMS) (VSWA)

Intel® Xeon® 64-Bit CPU (x86_64) Processor

from E3 family or later with minimum 2GHz
Intel® Xeon® 64-Bit CPU

Intel® Xeon® 64-Bit CPU (x86_64) Processor vNTD must have the correct core number for its

(x86_64) Processor o
CPU o minimum 2GHz
minimum 2GHz

external NIC type:

VSWA is recommended  Vmxnet3 NIC -2 cores

vCMS must have 4 cores

to have 12 cores e X710 (recommended to use firmware 6.8

or higher) or equivalent NIC — 7 or more

cores
Minimum 200 GB Minimum 400 GB
Datastore datastore. datastore. Required 20 GB datastore.
Recommended 1 TB. Recommended 1 TB.

Additional Requirements
Observe the following additional requirements when deploying virtual appliances:

o Changing of virtual hardware components or updating the virtual hardware version is not supported.

« Virtual Disk Storage — There are three disk formats available for virtual disk storage:

« Thin Provision — Allocates only as much disk space as the VM needs on install. If there isn't adequate
space when the storage needs expand, you could experience failures.

« Thick Provision Lazy Zeroed (Recommended)— Allocates all required disk space to the VM, but only pre-
pares space as it is required.

« Thick Provision Eager Zeroed — Allocates all required disk space to the VM, and immediately prepares it
for the VM. This can take some time to complete.

« You need at least one management network connection with connectivity to SmartWall devices, CMS and
SWA. The SWA requires a secondary network connection on the same subnet as the router's telemetry port,
to receive native telemetry from the routers.

« Al TDD applications must use NTP servers for system time. Any time difference between applications can cause
unexpected behavior.

o« NUMA Memory/CPU Affinity is recommended but not required on a NUMA system.

Clustering and vMotion Requirements

o You need multiple 1-gigabit+ links with vMotion enabled.

« You need redundant and multi-pathed SAN or NFS datastore for storage of VMs.
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o Ifacluster has non-identical CPUs, then EVC Mode must be enabled:
« “Sandybridge” EVC mode or later for Intel CPUs
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Deploying a virtual edition on an ESXi server

The fol

lowing instructions cover how to deploy a virtual edition on an ESXi server which meets the necessary system

requirements. See the Appendix for deployment instructions for vNTDs expecting high inspection rates.

To deploy a Corero Virtual Appliance using ovftool

Run th

e required command (below), replacing the following information:

<vmName>— A name for this VM.

<datastoreName>—The name of your datastore location for this VM (e.g. my-esx-server-HDD1).
<managementInterface>—The name of the VMWare network label for your management network (e.g.
management subnet).

<secondaryNetwork>—(Optional) The name of your secondary interface (e.g. smartwall subnet). If
you're not using a secondary network, remove —--net : Secondary=<secondarySwitch>from the com-
mand.

<externalNetworkName>—(VNTD only) The name of the external network you need to connect the device
to.

<internalNetworkName>—(VNTD only) The name of the internal network you need to connect the device
to.

<CoreroFileName>—The file name (including extension) of the OVA file for this VM (e.g. vems _9.7.5.0va).

<hostName>—The name of the ESXi server you're deploying the VM on (e.g. my-esx-server).

Note: The following commands include the --powerOn command to start the VM. If you don't

want to start the VM at this point, you can use VMWare client at a later time.

VvSWA or vCMS:
ovftool --name="<vmName>" --datastore=<datastoreName> --diskMode=lazyZeroedThick
—-net:Management="<managementNetworkName>" --net:Secondary="<secondaryNetwork>"

-—acceptAllEulas --powerOn <CoreroFileName> vi://root@<hostName>

VvNTD:

ov

Caution: Never deploy multiple vNTDs with the same network labels
(<externalNetworkName>and <internalNetworkName>)as that can cause a network loop.
If you do not specify network labels, the vNTD is given the default External and Internal
labels. For a single VM, ensure the <externalNetworkName>and <internalNetworkName>

are not the same.

ftool --name="<vmName>" --datastore=<datastoreName> --diskMode=lazyZeroedThick

net:Management="<managementNetworkName>" --net:External="<externalNetworkName>"
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--net:Internal="<internalNetworkName>" --acceptAllEulas --powerOn <CoreroFileName>

vi://root@<hostName>
Note: Do not specify diskMode when using NAS/NFS volumes.
Next Steps (vNTD only)

After install, the vNTD network adapters are not automatically connected, incase the selected ports will cause a
network loop once enabled. Check the allocated ports will not create a network loop, then enable ports using

vSphere WebClient.

In vSphere WebClient, right click on your new VM and select Edit Settings.

2. Scrolldown to Network adapter 2. Check the network label is correct and then under Device Status, select the
Connect check box.

3. Repeat for Network adapter 3.
Click OK.
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To deploy a Corero Virtual Appliance using vSphere WebClient
Caution: You must use ESXi version 6.5 or later.
To deploy the Virtual Appliance

1. InvSphere WebClient, right-click the Host you want to create this Virtual Appliance on, and select Deploy OVF
template.
2. Select an OVF template:
o Select URL and type the full URL to the OVA file stored on an HTTP/HTTPS server.

Deploy OVF Template

Sstect an OVF template
Select am OVE femplate From mmote URL or locsl file spstem

Erfar 0 URL b5 amniond acd mrsd tee SVE package from He Iaemet, of DIowss b s

A Nevmw Butlis

Incation sccessils rom your computer, auch s lecal nnd Grive, & retwork shave, or @
COIDVD drrve.
®uR

& Soiart starage

A=y to compiots

U Local fie

Cheiws Fies

EANCEL

4

« Select Local file, click Choose Files and select the OVA file for your required VM.

Deploy OVF Template

Select an CVF Teminlate
Select an OVE i=miplate from remots URL or local fils wysiem

Enles & URL 1o dommioad and nstal {he CVE Dacksge from 1he nteat. or Diowsa 10 8
|DCABOR ACCRLSInE M ¥ DU COMOUERT. SUCT 7% & I2CA1 HAT Grrve: A Network shane of @
COYDVD detve.

@ um

® Local e

Choose Files |corerc-omm-0.6. 20-vmivare ove

3. Click Next.
4. Type a Virtual Machine name.
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5. Select where you want to deploy the VM.

Deploy OVF Template

o 1 Seiect an OVF Tempiate Seloct & name and folder
Specify a Unique name snd target ncation

3 Select s comisute resource

o Corers (NS
e Wirtual machine name o
5 Salect wiorage
6 Ready to complite Sewcl 3 0cation for the Vi macnne.
b= |
>
o [Hi WM _locetion_ falder

CANCEL sack | “

Click Next.
Select the destination compute resource you want to use for this VM. This will be the host where you want the
VM to be deployed.

Deploy OVF Template

+ 1 Salect an OVF temptate Select & compute resoarce.
« 2 Selact a name and fokier Select the destination compute resource for this operation

2 Baviow ~ B
& Saiect storags > W
& Ry s complite L]
s B
> [ wme_compyme_rescairce
» B
» e
o

Compaticiity

 Compatipiity checks succeeded

CAMEEL BACE m

8. Click Next. The VM will be validated.
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9. Review the template details.

Depiey OVF Tempiste

=" 1 Belect an OVF tamplate

Reviaw details.

W 3 Select & e AN folger Ny IS Iemosie 0stals
«* 3'5alect a computs rescurce

S Licenoe agrsments
& Select slorage
T Sefect networks

B Ready to complets

10. Click Next.

Bubibihin Pla earitficabe presant

Bescrintion Carers SmartiWall Cantral Mansgement Serar
Dawrlosd sie BTIAME

Size on disk LE GB (thin prosiuoned)

BO.0 GE fituck provsicned)

e (| [
@

11. Read the end user agreement and check the box next to | accept all license agreements.

Deplay OVF Template

+ 1Salwct 20 OVF tempiate

» 2 Sekact @ name and fosdar

License agreements
The and Bosias st b ted

+ 3 Select 8 campute resource

o A Review detals

B Salnct shorage

7 Select nutwerka

& faady to complete

12. Click Next.

ent

PLEAGE READ THIS LICEMSE AGRCEMENT CARCFULLY 45 T APPUES TO THE
SOFTWARE MSTALLED IN THE PRODUCT (A5 DEFIMNED SELOW! PROVIDED TG
YOU AND ANY HELATED DOTUMENTATICN (‘OCCUMENTATION"). ACTERTING
THIS CLICH-THROUGH AGREEMENT AND ISING SUCH SOFTWARE INDHCATES
YOUR ACCEPTANCE OF THE LICENSE AGREEMENT, INCLUDENG ALL TERMS AND
CONDITIONS HEREIN, [ AGREEMENT ) AND ESTASLISHE 5 A BINDING AGSEEMENT
BETYYEEN YOU A% THE PERSON OR ENTITY ACQUIRING THE SOFTWARE [¥0U")
AND CORERD NETWORE SECURITY. INC & DELAWARE CORPORATION WITH
OFFICES AT 228 CEDAR HILL STREET, SWTE 337, MARLEOROUGH, MA, 01753
TRERC)") & OF THE DATE YO ACCEPT THES CLCK-THRCUGH AGREEMENT IF
WOU ARE ACCEPTING ON BEHALF OF YOUR EMPLOYER ORf ANOTHER ENTITY.
NOU REPRESENT AND WARSANT THAT' () YOU HAVE FULL LEGAL AUTHORITY 10
BIND YOUR EMPUOYER. OF THE APPLICABILE ENTITY, TO THE ABREEMENT, il}

# | accopt a0 Mcensa agreemEnts

CANCEL

13. From Select virtual disk format, select Thick Provision Eager Zeroed.
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14. Select the sto

rage disk you want to use.

Deploy OVF Template

o 1 et an OVF template

Salect sterage

o 2 Sekact @ name and folder Sakect the storegs for e configuration and disk ties
' 3Select a compaute resource

o A REviW details
w5 Liconie agroements

cf matworks

0l nady ta compietn

15. Click Next.

Select vl disk lormat Thiek Provision Eager Terosd

W Storags Poicy

Hawm Capacey Provasned Frea T
[Z tocsipic o 26478 2870 1 we
5 romiomi_y 16478 13678 2aT4 v

+ S — Ve

Compabisity

+ Lompetiily checks sucessded

cncer [escr | [ R
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16. Under Select networks, select the networks you require:

e Forthe CMS and SWA you need the Management network and, optionally, the Secondary network.
Deploy OVF Template
w1 Salect an OWF template Select networks

o Figview cetails

Soace Metwoik T Dwaiimatun Netwedk v
¥ S Licansn agrmamunts P Secrmdary Netwrk
& Salect stas
v ct starage Mgt

Management Natwork
8 Ruacty bo complete

12 Alccation Settings

™ alocatian SEa0C - Mamas
W protoco: o

EANCEL BATK m
-

For the vNTD you need the Management network and an Internal and External network. Caution: The
Internal and External networks cannot be the same.
De_;:_tlc:!g_fI C_)VF Tfe_m_p_n_lale

1 Select an OVE template Seiect networks
v 2 Soloct anameand faldor  Select 3 Gestination nstwark for SACh S0LCE NETWAN
~ 3 Seiect acompute resource

o 4 Beview detail Sowce Network T Destisation Meowors A
w 5 Licenss sgreements mamal Irtemial_ Nebwork
o D OHSCERN v ExEroal Extemal_Metwark
A Ready to complets Manegemen:

Managament Network

3 neme
IP Allocation Settings
P aiocation Static - Manyal

1P pratocst [

CANCEL W| n
17. Click Next.
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18. Review your selections.

Deploy OVF Template

¥ 1 Select 0 OVF template Roady te compiste

" 3 Setect @ name and folder  Clck Finth 10 starf creation

+ 3 Spiect 3 computo resource
o 4 Review details

o 5 Licane saresments [ ———
+ © Select storage
" 7 Select networks

Mt

Templuts name.

Domniad site

Sise an gisk

Folder

Ressuce

Locaton

Stotage mapping

Al digks

Hetwark mapping

Secondary

Management

1 wioc atisn pettigs

19. Click Finish. The VM is created powered off. Do not power it on yet.

Dapioy fram tamatats
Comaro_CMS

COrEraCmE. 0 £ 2 DOA0Armivars
8793 MB

800 GB

VM loistian_lalder

VM comaute resource
Lealiish O

Datastore! LocaiDisk_0; Farmat: Thick Pravision Eager Zaroed

Secordory_Nelwork

Maragement Netwark

.

20. vNTD only: Check the allocated ports will not create a network loop when enabled, then enable ports:

a. InvSphere WebClient, right click on your new VM and select Edit Settings.

b. Scroll down to Network adapter 2. Check the network label is correct and then under Device Status,

select the Connect check box.

Repeat for Network adapter 3.

d. Click OK.
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Configuring the TDD Components

After deploying the three SmartWall TDD components (vNTD, vCMS, and vSWA), there are some immediate
configuration actions you need to complete to get them fully functional. Each component needs to be setup using
the pCLI, then you must connect the CMS to the SWA and add the vNTD to the CMS.

Accessing the pCLI on a virtual appliance

After deployment, you need to configure the virtual appliance. To do this you need to access the pCLI and run the

setup wizard:

1. Open aconsole session to the virtual appliance:
« ESXi server —In VMware client, select the VM and click Open Console
2. Loginto the virtual appliance using the default user account (admin) and password (smartwall).

Tip: Once you have an IP address associated with the appliance, you can use SSH on port 2222
using the default admin user account (e.g. ssh -p 2222 admin@<ipAddress>)and typethe

default password smartwall when prompted.

Configuring SmartWall Components Using the pCLI

This section describes how to use the provisioning CLI (pCLI) to set each component's basic configuration. To access

the pCLI for each SmartWall® component see the application specific instructions earlier in this guide.

The pCLI provides the initial interface for configuring SmartWall™ components. Once you use the setup wizard to
configure the application, you should perform all other tasks in the corresponding web interfaces. You can return to

the pCLl if you need to edit these basic configuration settings later.

Tip: You can type help at the pCLI console command prompt to see a list of all the other
available pCLI commands and Tab-completion is supported, enabling you to type a portion of the

command that identifies it uniquely and press Tab to finish it.
Using the pCLI Setup Wizard to Configure a SmartWall Component

Note: This example shows the use of the pCLI to run the setup wizard on the vCMS. Other setup

wizard sessions may vary slightly, depending on the component.

To use the setup wizard:
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1. Open the pCLI for the component. When you log in to the pCLI, you will see something similar to the following

example:

Corero SmartWall Central Management Server

Copyright (C) 2016-2017 Corero Network Security, Inc. All rights reserved.

cms login: admin
Password:

Last login: Thu Apr 28 10:42:38 on ttyl

Welcome to the Corero Network Security initial setup CLI.
Please type 'setup' to start the initial configuration wizard.

For details of further options, please type 'help'.

cms>

Type setup to start the initial setup wizard, which will prompt you to change a number of basic configuration
settings. For each group of settings, type A to accept changes you’ve made, type C to go back and change a set-

ting, or type E to leave the current settings unchanged.

cms>setup

You will be asked a number of questions, along with the current values
in brackets. Please type in the desired configuration or you may press
Enter to keep the current value. After each section, you will be given

a chance to confirm and apply your configuration.

3. Change the username and password from their defaults. This is strongly recommended. If you are configuring

SWA, you will be asked if you want to enable LDAP, as well.

Please configure the authentication settings:

Warning: Applying changes here will overwrite any users created in the

application

Enter user—-name for the administrative account [admin]:

Enter password (press Enter to leave unchanged) :

Enter [Clhange or [E]lxit without changing [C]: E
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4. Configure the management port settings: MTU and DHCP. If you choose not to use DHCP, specify the man-

agement IPv4 address, management IPv4 subnet mask, and management IPv4 default gateway (Note: All

SmartWall applications require IPv4 addresses for management. IPv6 is not supported).

Please configure the Management Interface:
Enter MTU [15007]:

Enable DHCP? Y, [N]: N

Enter IPv4 Address [10.20.27.100]:

Enter IPv4 Subnet Mask [255.255.255.0]:
Enter IPv4 Default Gateway [10.20.27.254]:
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5. vSWAonly: You must set up your secondary interface to receive native telemetry from the Juniper Networks

MX Series router. The IP address for the secondary interface must be on the same subnet as the Telemetry

port on the router. The Default Gateway should be left blank for most TDD deployments.

Please configure the optional Secondary Interface:
Enable interface? Y, [N]:

Management Interface:

MTU : 1500

IPv4 Address : 192.168.54.13

IPv4 Subnet Mask : 255.255.255.0

IPv4 Default Gateway

Secondary Interface:

State : Disabled

domain, DNS search domains).

Please configure the Domain Name System (DNS) settings:

Enter hostname [cms]:
Enter primary DNS server [None]:
Enter DNS domain [None]: corero.com

Enter DNS search domains (separated by space) [None]:

Configuration:

Hostname : cms

DNS Servers : None

DNS Domain : corero.com

DNS Search Domains

Enter [A]lccept, [Clhange, or [E]lxit without saving [C]:

6. Configure the DNS settings: hostname, and the option for manual DNS configuration (DNS servers, DNS

Corero SmartWall TDD Getting Started ESXi

37



7. Configure the time settings: NTP server (primary, secondary, and tertiary) and time zone.

Caution: You must use NTP servers for all TDD applications. Time differences between

applications can cause unexpected behavior.

Please configure the time settings:
Would you like to enable NTP? Y, [N]:

Enter time zone or '?' for complete list [America/New York]:

Configuration:
Time source : Hypervisor

Time zone : America/New York

Enter [Clhange or [E]xit without changing [C]: E

cms>
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8. After you complete the basic configuration using the pCLI, you can review your changes by typing the com-

mand show.

cms>show

Management:

State : Enabled

Link State : Up

MAC Address : 00:50:56:88:62:82
MTU : 1500

DHCP Enabled : No

IPv4 Address : 10.20.27.100
Subnet Mask : 255.255.255.0
Default Gateway : 10.20.27.254

Secondary:

State : Disabled

Link State : Down

MAC Address : 00:50:56:88:20:ad
MTU : 1500

IPv4 Address : None

Subnet Mask : None

SecureWatch Status:
State : Disabled
SecureWatch ID : No package loaded

cms>
(Optional) SmartWall SecureWatch Analytics Considerations

The following pCLI options are specific to configuring the SWA:

SSL Certificates

The pCLI can be used to load a signed SSL certificate for use with the web Ul, to avoid the browser security warnings
which appear when you sue the default unsigned certificate. The certificate must be in PKCS#12 format, and include
the key, certificate, and CA certificate change to be used for SSL. The common name should match the hostname
assigned to the SWA appliance.

To load a certificate, type ssl-certificates https followed by the URI to the certificate file. The supported
protocols are FTP, SFTP, HTTP, and HTTPS. For example:
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ssl-certificates https sftp://admin@10.20.30.40/certs/my cert.pl2
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Installing the TDD license file

You must install a TDD license file in the SWA application as it enables the SWA to check you are licensed to use the
TDD system. The license file is provided in a SecureWatch Package format which is compatible with the SWA

application upload process.

Note: A SecureWatch Package File without a SecureWatch Service connection does not create a
persistent connection to the license server. It only requires a periodic check and no data is ever
sent over that connection. If you have the SecureWatch Service included in your package, this
also creates a secure VPN connection enabling attack monitoring from SecureWatch Operations

Center.

You will receive the SecureWatch package and unlock code from Customer Support.

Save this file in a location that you can easily access from the computer you're using to access the SWA web Ul.
Open the SWA Web Ul in a browser.

Navigate to System > SecureWatch Packages.

Click Choose File and select the saved package file.

If required, type in the Unlock Code.

N o »u s wDN e

Click Install Package. This will cause the SWA to restart and may take several minutes. When it's complete you

can log back in.
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Uploading a vNTD license to the CMS

For each vNTD you want to add to your CMS, you need a 10G license. After your vCMS is deployed and configured,

you can contact support for a license file unique to your system.

In the CMS Web Ul, you can see your CMS's UUID at the top of the Home screen.
2. Contact your support representative to request a vNTD license file . You must quote your CMS UUID and your

Juniper SSRN (the SSRN will be on your sales agreement information).
Caution: License files are created to be specific to your CMS and cannot be transferred.

3. Savethe license file somewhere you can easily access, from the computer you're using to access the CMS web
ul.
4. Open the CMS application in a browser and log in. (If you have not yet changed them, the default user-
name/password is admin/smartwall.
5. Navigate to System > Licensing.
6. Click Add.
7. You can either:
« Copy and paste the contents of the license file into the text box. You must include the license header
and footer: ----BEGIN-CORERO-LICENSE---- and ----END-CORERO-LICENSE----
« Select Upload License File and click Choose file and browse for the license file on your computer. Click
Open.
8. Onceyou have a license file by one of those methods, click Save.
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Setting the Inbound Sample Rate between the vNTD and the CMS

The Port-Mirror Sample Rate you will configure on the router (and the Ingress Sample rate you configure when
adding a vNTD to the CMS) controls how many samples are sent from the router to the vNTD. In addition to this, you
need to control the rate of samples sent from the vNTD to the CMS. The default setting in a CMS (1 in 1999) is not

suitable for a TDD deployment and must be adjusted.

In a browser, open the CMS Web Ul and log in.

Use the left-hand menu to navigate to Network > Devices.

Click the ADVANCED SETTINGS tab.

Edit the Inbound Sample Rate for sFlow and aFlow. This is the rate of samples sent from the Defense devices

Hwnn e

to the CMS. The following sample rates should be used for your deployment type:
« SmartWall TDD production system —Change the value to 16. This samples 1 in every 16 packets.
o SmartWall TDD lab test system using smaller traffic volumes and attacks (from a traffic generator) —
Change the value to 1. This samples every packet received by the Defense device.

5. If you want to save the new configuration, and push your changes to any affected Defense devices, click
m. Then, on the pop-up dialog, click Commit to push the changes (alternatively, you can click Discard
to discard any uncommitted changes).

Note: The default sample rates given above are correct for the majority of deployments and you

should make sure the Port-Mirror Sample Rate on your router is correct before adjusting the

Inbound Sample Rate.

Adding a vNTD to the CMS

You must add a SmartWall Defense device to the CMS before you can manage the attack mitigation Policy on that
device. The Defense devices are managed in a Cluster. You must edit this Cluster to expect devices which are using

sampled traffic.
Prerequisites

« Deploy and configure (using the pCLI) a CMS
« Deploy and configure (using the pCLI) a vNTD
« (Optional) Contact Corero for a vNTD license and upload the license to the CMS. If you haven't uploaded the

license before you add the vNTDs, you can upload the license and apply it to the vNTDs after deployment.
To edit the default Cluster to expect sampled traffic

Note: The Port-Mirror Sample Rate (configured on the router) and Ingress Sample rate should be

identical. Both must be the rate factor which reduces the amount of traffic seen by the router to
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5.

6.

a manageable size for the vNTD. A default value of 1000 would normally scale to approx 1Tbit/sec.

Values less than 1000 will give better fidelity on attack detection and traffic visualization but will
add load to the vNTD. A single vNTD has a peak capacity of 10Gbit/sec of sampled traffic when

optimized. (Note: the sample rate assumes a run-length of 0)

Open the CMS application in a browser and log in.
Navigate to Network > Clusters.

From the table, locate the Cluster you want to add the device to, and click " the edit button. You can typea

text string into the Search field to narrow down the list.
In the Ingress Sample Rate field, type the sample rate: 1000
Click Save.

Click m Then, on the pop-up dialog, click Commit to push the changes.

To add a vNTD to the CMS

%

0.
10.

11.

12.

Open the CMS application in a browser and log in.
Navigate to Network > Devices.

1
2
3. Atthe Devices table, click Add.
4,
5
6
7

Type a Name for the device.
(Optional) Type a Description of this device.

. Typethe device's IP Address (you will have configured this in the vNTD pCLI).
. Select the Cluster you want to add this device to. The CMS has a default Cluster you can add all your devices

to. This Cluster uses the policy stored in the default Protection Profile.

Select the Authentication Group which matches the authentication credentials on this device. The CMS has a
default Authentication Group which uses the admin/smartwall credentials. If you have changed the device cre-
dentials during pCLI set up, you may need to create/edit an Authentication Group.

Click Save.

Repeat this method to add all the devices you require.

Click . Then, on the pop-up dialog, click Commit to push the changes.

If you have already uploaded your vNTD license, your devices will have been automatically licensed when they
deployed. If you haven't uploaded the vNTD license, you should do so now following the method above and
then manually apply the license to each vNTD:

a. Inthe CMS, use the left-hand menu to navigate to Network > Devices.

b. On the Devices table, locate the vNTD you want to license.

c. Inthe Actions column, click -*- and select License.
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Note: Adding a device to the CMS does not cause any existing Policy to be pushed to it. You must

first add the device to a Cluster. To learn more about creating Clusters and managing Policy, see

the SmartWall Central Management Server User Guide.
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Configuring the vNTD Segment for TDD

After you've connected your vNTD to the vCMS, you can view information on the available interfaces on the device.

By default the vNTD comes with 1 Segment, containing 2 enabled interfaces, but for a TDD deployment, only the 1st

interface is required. Follow these steps to disable Link State Propagation (LSP) and to disable the additional interface

for the vNTD segment.

1. Usethe left-hand menu to navigate to Network > Segments.

2. From the Segments table, locate the Segment you want to edit and click /" the edit button. You can type a
text string into the Search field to narrow down the list.

3. (Optional) Edit the Name. This must be unigue among Segments. You must only use alphanumerics, spaces, or
-&()_/@:=symbols.

4. (Optional) Type a Description of up to 265 characters.

5. The External Interface on the vNTD will already be selected.

6. Inthe Internal Interface drop-down, select none-detector.

7. (Optional) For networks using a tunnel to send traffic samples to the vNTD:

a. Setthe External IPv4 Address to the IP address of the external interface on the vNTD (the tunnel end-
point)

b. Setthe External Peer IPv4 Address to the IP address of the interface which is the last hop before the
traffic arrives at the vNTD (e.g the interface on the router which has received the sampled traffic and is
directly connected to the vNTD)

. Under Link State Propagation, at the Admin State drop-down, select disabled.
9. Click Save.
10. Ifyou want to save the new configuration, and push your changes to any affected Defense devices, click

. Then, on the pop-up dialog, click Commit to push the changes (alternatively, you can click Discard

to discard any uncommitted changes).
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Connecting CMS with SWA

By default, SWA listens for syslog messages on port 9997. You will need to configure CMS to send syslog messages to
SWA on this port.

1.
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Open the CMS application in a browser and log in. (If you have not yet changed them, the default user-
name/password is admin/smartwall.

Use the left-hand menu to navigate to System > Analytics & Syslog. Make sure the SERVERS tab is selected.
At the Analytics Servers table, click Add Server.

Type a Name for this server. You must only use alphanumerics, spaces, or .-&()_/@:=symbols.

Type the IP Address of the server (or its DNS name).

Enable or Disable Encryption for this server. The CMS and SWA come with self-signed SSL certificates. You can
choose to upload signed certificates to the CMS and SWA- see optional steps below.

Leave the default Port: 9997 for unencrypted or 9998 for encrypted connections.

8. Click Save.

Commit

Click . Then, on the pop-up dialog, click Commit to push the changes.
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(Optional) Add a signed certificate to the CMS - SWA connection

If you enable encryption, the connection between the CMS and SWA uses, by default, an in-built self-signed
certificate. If you want to use a signed certificate, you need to upload a PKC#S12 certificate to both sides of the

connection.

1. Add asigned SSL certificate in the CMS side of the connection:
a. Open the CMS application in a browser and log in. (If you have not yet changed them, the default user-
name/password is admin/smartwall.
b. Usethe left-hand menu to navigate to System > Analytics & Syslog.
c. Open the SSL CERTIFICATE tab.
d. Click Upload Certificate.
e. Select a pkcs12 certificate file on your computer, and click Open.
f. (Optional) Type in the Password for the certificate file.
g. Click OK.
h. If necessary, refresh the browser to ensure the new certificate has been loaded.

i. Click . Then, on the pop-up dialog, click Commit to push the changes.

2. Add a signed certificate to the part of the SWA that receives information from CMS:
a. Access the SWA pCLI:
« Open aconsole session. On an ESXi server, you can use VMware (select the VM and click Open
Console) or on a KVM server you can use virsh (command: virsh console <vmName>).
e SSHtothepCLl: ssh -p 2222 admin@<ipAddress>
b. Login.Ifyou haven't yet changed them, the default username and password is admin/smartwall.
c. Toload a certificate, type ssl-certificates forwarder followed by the URI to the PKCS#12 format

certificate file. The supported protocols are FTP, SFTP, HTTP, and HTTPS. For example: ss1-cer-
tificates forwarder sftp://admin@10.20.30.40/certs/my cert.pl2

d. You willbe prompted for a password to access the file location. If you password protected the PKCS#12

file, you will also be prompted for that password.
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To add CMS credentials to the SWA

You must add a set of CMS admin credentials to enable the SWA to communicate mitigation changes back to the
CMS.

Open the SWA application in a browser and log in.

Use the top menu to navigate to Mitigation > Remote Devices.

At the table, click Add Device.

Type a Name for your CMS. You must only use alphanumerics, spaces, or .-&()_/@:=symbols.

Type the IP Address (IPv4) of your CMS.

In the Type field, type: CMS. Caution: You must use uppercase for all letters or it will not be recognized.
(Optional) Type a Description of your CMS.

Enter a Username for an admin account on your CMS.
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Enter a Password for an admin account on your CMS.
Click Save.

=
©

(Optional) Uploading a custom SSL certificate to the CMS

The CMS comes with a default self-signed Corero SSL certificate which your browser will list as "not secure". As soon
as possible, you should replace this with a signed certificate. This must be packaged in pkcs12 format and can

optionally be password protected.

1. Open the CMS application in a browser and log in. (If you have not yet changed them, the default user-
name/password is admin/smartwall.

Navigate to System > HTTPS.

Click Upload Certificate.

Select the pkcs12 certificate file on your computer, and click Open.

(Optional) Type in the Password for the certificate file.

Click OK.

Refresh the browser to view the new security rating.
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Note: The certificate must be in PKCS#12 format, and include the private key, signed certificate,
and CA certificate change to be used for SSL. The common name should match the hostname

assigned to the SWA appliance.
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Configuring the Juniper Networks MX Series router

To enable a router to accept DDoS mitigation filters from the SmartWall TDD, you must configure the following
settings. The configuration provided assumes you have a new system, so you may need to leave out some of the

earlier commands if you're using an existing router.

Caution: When you configure a Juniper Networks MX Series router to send sampled traffic to a
vNTD, you MUST set up port-mirroring. DO NOT set up sampling. The router's port-
mirroring function sends 1 out of every n packets to the vNTD without alterations, but the
router's sampling function sends a summary of the traffic in that period. The vNTD cannot

process a summarized sample.

Router

MX_Externalinterface MX_Internalinterface

Firewall

i
Al traffic L Filters Non-attack traffic

MX_Mirroringinterface MX_Telemetrylnterface

L *You only need one type of telemetry
W NTD : Sampled gRPC - Native connection to the router, You can choose:
* Traffic H * Native 1GB or 10GB
& £ Tel try* & »
3 H elematry : Telemetry - gRPC
Policy namn TETTTTT T : .
vNTD_Exinterface :
H
Filter i vSWA_Secondaryinterface
| Configuration H
\ o] H
\ i
\ : juswa
. = MeMT
ey vCMS . Interface i
\ | SR
~l. 2
vSWA

Prerequisites

The configuration provided below assumes you have a new system with initial configuration already setup for your
network. At a minimum, the system must be licensed, have SSH enabled, be connected to your management

network and have a host name (set system host-name <name>).

Note: The hostname must be enabled on the forwarding plane of the Juniper Networks MX

Series router.

For gRPC telemetry only: You must download two additional software files. Contact your support representative for

assistance.
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« network-agent-x86-32-17.4R1.16-C1.tgz
e junos-openconfig-x86-32-0.0.0.9.tgz

Before you begin, you also need to know the following information which you will use to replace the placeholders in

the commands below:

<MX Externallnterface Name>-—The names of the external interfaces on your router which you want to
protect with the TDD system (e.g. xe-0/0/0).

<MX MirroringInterface Name>-The name of the interface on your router which you have allocated for
sending mirrored traffic to the vNTD (e.g. xe-0/0/2).

<MX MirroringInterface IPv4 Subnet>-—The|Pv4address of the interface on your router which you
have allocated for mirroring, formatted as a CIDR (e.g. 192.168.66.201/24).

<MX MirroringInterface IPv6 Subnet>—The IPv6 address of the interface on your router which you
have allocated for mirroring, formatted as a CIDR (e.g. 2000:2000:cccc:cccc: :1/64).

<MX TelemetryInterface Name>-—(Native telemetry only) The name of the interface on your router
which you have allocated for sending telemetry to the vSWA (e.g. xe-0/0/3).

<MX TelemetryInterface IP>-—(Native telemetry only) The IPv4 address of the interface on your router
which you have allocated for telemetry (e.g. 192.168.99.201).

<VNTD ExInterface MAC>-The MAC address of the external interface on your vNTD (e.g.
00:0c:29:36:94:5a). To find this, log into the vNTD pCLI and type the command show nic and look for
the MAC address under External.

<VNTD ExInterface IPv4>-ThelPv4addressyou want to allocate to the external interface on the vNTD
(e.g.192.168.66.105). This must be in the same subnet as the interface on the router which you allocated
for mirroring (MX_Mirroringinterface). Note: The vNTD is not a layer 3 device and does not have a configurable
IP address on its external interface, you will add this IP address using a static ARP associated with its MAC
address.

<VNTD ExInterface IPv6>—ThelPv6addressyou want to allocate to the external interface on the vNTD
(e.g. 2000:2000:cccc:cccc: :2). This must be in the same subnet as the interface on the router which you
allocated for mirroring (MX_MirroringInterface). Note: The vNTD is not a layer 3 device and does not have a
configurable IP address on its external interface, you will add this IP address using a static ARP associated with
its MAC address.

<vSWA SecondaryInterface IP>-—(Nativetelemetry only) The IP address of the secondary interface on
the vSWA (e.g. 192.168.99.113). You can configure this IP address by logging into the vSWA pCLI and using
the setup network wizard. The IP must be on the same network as the interface on the router which you alloc-

ated for telemetry (MX_TelemetryInterface).
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To configure a Juniper Networks MX Series router for use with the SmartWall TDD system

Caution: If copying and pasting from the PDF, you can experience some loss of characters. If
possible, use the online help version of the documentation. Alternately, first copy this set of
commands into a plain text word processor (e.g. notepad) and check none of the hyphens or

spaces have been removed and that no additional returns have been added.

Open the Juniper Networks MX Series router CLI using an SSH client: ssh <username>@<ipaddress>
Enter your password to log in.

Enter the following commands. Each line is an individual command- paste a single line and press Enter before
moving on to the next line.

gRPC telemetry only: Enter the following commands to enable the router to send telemetry over the man-
agement interface:

request system software add network-agent-x86-32-17.4R1.16-Cl.tgz

request system software add junos-openconfig-x86-32-0.0.0.9.tgz

Enter configuration mode: configure

Unless already enabled, you must enable the router to accept NetConf. This enables the TDD to push con-

figuration to the router:

set system services netconf ssh port 830

Note: If you want to use a custom NetConf port, you can replace 830 with your required port

number. You must also add the custom port number to the Remote Devices table entry for this

router.

Create an ephemeral instance of the configuration database named Corero and limit it to only store the last
500 commits in memory. This is where configuration from the TDD is sent.

set system configuration-database ephemeral instance Corero

set system configuration-database ephemeral purge-on-version 500

Identify an interface on the router which can be used for sending mirrored traffic to the vNTD. Set and label
this interface (using the description field):

set interfaces <MX MirroringInterface Name> description Sample Port to vNTD

Native telemetry only: Identify another interface on the router which can be used for sending telemetry to the

vSWA. Set and label this interface (using the description field):

set interfaces <MX TelemetryInterface Name> description Interface for telemetry
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10. Configure Port-Mirroring to forward a sample rate of traffic from the router to the vNTD. As the vNTD is not a

11.

layer 3 device, you cannot assign an IP address to it's external interface. Instead of using an IP address, you for-
ward traffic from the router using the vNTD's MAC address. However, because the router requires an IP
address, you must also assign a dummy IP address to the vNTD's external interface (in the same subnet as the
allocated forwarding interface on the router). This IP address is not used for routing, which is handled by set-
ting up a staticarp.

set forwarding-options port-mirroring input rate 1000

set forwarding-options port-mirroring input run-length 0

set forwarding-options port-mirroring family inet output interface <MX Mir-
roringInterface Name> next-hop <VNTD ExInterface IPv4>

set forwarding-options port-mirroring family inet6 output interface <MX Mir-
roringInterface Name> next-hop <vNTD ExInterface IPv6>

set interfaces <MX MirroringInterface Name> unit 0 family inet address <MX Mir-
roringInterface IPv4 Subnet> arp <vNTD ExInterface IPv4> mac <vNTD ExInterface
MAC>

set interfaces <MX MirroringInterface Name> unit 0 family inet6 address <MX Mir-
roringInterface IPv6 Subnet> ndp <VNTD ExInterface IPv6> mac <vNTD ExInterface
MAC>

Note: The 1000 value you enter, in the top command here, is the rate factor which reduces the
amount of traffic seen by the router to a manageable size for the vNTD (10Gbps or less). 1 in
every 1000 packets is sampled and sent to the vNTD. This enables you to sample from up to

1Tbit/sec of traffic for each vNTD. (Note: the sample rate assumes a run-length of 0).

Add new filters to the firewall (IPv4 and IPv6) . The default terms configured here count the traffic for tele-
metry, use the port-mirroring configuration to mirror the traffic samples to the vNTD, and accept the actual
traffic. When the TDD sends configuration to the router to block attack traffic, that configuration is added as
an ephemeral term.

set firewall family inet filter CORERO-MITIGATE term default-term then count
Corero-Allowed

set firewall family inet filter CORERO-MITIGATE term default-term then port-mirror
set firewall family inet filter CORERO-MITIGATE term default-term then accept
set firewall family inet6 filter CORERO-MITIGATEG6 term default-term then count
Corero-Allowed6

set firewall family inet6 filter CORERO-MITIGATEG6 term default-term then port-mir-
ror

set firewall family inet6 filter CORERO-MITIGATE6 term default-term then accept
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12. Forevery external interface whose traffic you want to protect with the TDD system, you must add the CORERO
filters (IPv4 and IPv6).
set interfaces <MX Externallnterface Name> unit 0 family inet filter input CORERO-
MITIGATE

set interfaces <MX Externallnterface Name> unit O family inet6 filter input
CORERO-MITIGATE®6
13. Configure the type of telemetry sent to the SWA:
« For Native telemetry use the following commands:
set services analytics streaming-server Corero remote-address <vSWA Sec-
ondaryInterface IP>
set services analytics streaming-server Corero remote-port 30000
o Forunencrypted gRPC telemetry use the following command. Note: clear-text is a hidden option
and must be typed in full:
set system services extension-service request-response grpc clear-text port
32767
o ForSSLencrypted gRPC telemetry, you must already have an SSL certificate on this router. If you
already have a certificate on the router, use the following command:
set system services extension-service request-response grpc ssl local-cer-

tificate <certificateName> port 32767

Tip: Ifyou need to add a new certificate to this router, you can use the following command:

set security certificates local <certificateName> load-key-file <URL>

14. Native telemetry only: Configure the telemetry sent to the SWA.
set services analytics export-profile Corero-FF-mitigate local-address <MX Tele-
metryInterface IP>
set services analytics export-profile Corero-FF-mitigate local-port 22222
set services analytics export-profile Corero-FF-mitigate reporting-rate 1
set services analytics export-profile Corero-FF-mitigate payload-size 9000
set services analytics export-profile Corero-FF-mitigate format gpb
set services analytics export-profile Corero-FF-mitigate transport udp
set services analytics sensor Corero-FF-mitigate server-name Corero
set services analytics sensor Corero-FF-mitigate export-name Corero-FF-mitigate
set services analytics sensor Corero-FF-mitigate resource /Jjun-
os/system/linecard/firewall/

set services analytics sensor Corero-FF-mitigate resource-filter CORERO.*

Note: If your router is using Input Lists, you should replace the last command with the following:

set services analytics sensor Corero-FF-mitigate resource-filter "%
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15. (Optional) Configure role-based access to routers by creating a new login class called TDD and a user within

that class called corero.

set
set
set
set

set

system
system
system
system

system

login
login
login
login

login

class TDD permissions configure

class TDD permissions view

class TDD permissions firewall-control
user corero class TDD

user corero authentication plain-text-password

Note: When you add your routers to the Remote Devices table in SWA, you must enter the

username corero and the same password you configured here.

16. Once you have performed all the commands, you must commit the changes, enter the following command:

commit

17. Exit configuration mode: exit
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Adding a Juniper Networks MX Series router as a Remote

Device

To enable the SmartWall TDD system to send instructions to a Juniper Networks MX Series router, that router must

be added to the SWA as a Remote Mitigation Device. Once you add all the Remote Devices to the SWA, you must

complete the configuration by editing the Juniper Alert Action to send the mitigations to those devices.

To add a router to the SWA
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10.

Open the SWA application in a browser and log in.

Use the top menu to navigate to Mitigation > Remote Devices.

At the table, click Add Device.

In the Name field type the host name for this router. The host name is configured on your router and must
match what you enter here exactly. You must only use alphanumerics, spaces, or .-&()_/@:=symbols.

In the Address field, type the IPv4 address of the router or the router hostname (must be DNS resolvable).
(Optional) If you're using the standard NetConf port 830, leave this field blank. Otherwise, you can specify the
custom NetConf port you want to use to communicate with the router. Caution: You must also use the cus-

tom port when configuring the router.

In the Type field, type: MX. Caution: You must use uppercase for both letters or it will not be recognized.
(Optional) Type a Description of the router.

Enter a Username for a user account with permission to configure the router.

Note: If you configured role-based access when you set up the router, you must enter the

username corero and the same password you configured there.

Enter an authentication method for this device. Either:
« Enter a Password for the user credentials to allow the SmartWall TDD system access to edit con-
figuration on the router.
« (Native Telemetry only) Paste in an SSH Key and SSH Key Passphrase. The SSH Key must be valid ASCII
data for the private key, in PEM format (text starting with '-----BEGIN DSA PRIVATE KEY-----' or '---—-BEGIN
RSA PRIVATE KEY-----').
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11.

12.

(gRPC Telemetry only) Set up gRPC Telemetry (if you don't want to use gRPC, leave the telemetry drop-down

as Native).
a. From the Telemetry drop-down, select gRPC.
b. Ifrequired, edit the gRPC Port. The default port is 32767.
c. (Optional) If you're using SSL encryption on your gRPC telemetry connection:

i. Upload a gRPC SSL Certificate Authority using the Choose File button to select a certificate from
your computer.

ii. Inthe gRPC SSL Expected Server field, type the CN name from the router's certificate. The CN
name must be formatted as a DNS name. Tip: If the CN name is the same as the router hostname
you entered in the Address field, you can leave this field blank.

Click Save.

Tip: On the table, you can use the following action options to Edit or Delete a remote device.

To configure the Juniper Alert to send mitigations to those devices
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Open the SWA application in a browser and log in.

Use the top menu to navigate to Alerts.

At the table, locate Real-Time Juniper 3.

In the Action column click Edit.

Select Enable.

In the Action column click Edit again, then select Edit Alert.

Under Trigger Actions, expand Corero Autonomic Response.

In the Devices Name field you must type the hostnames of all your Remote Devices separated by commas
(e.g. routerl,router2,router3). This must exactly match the hostname on the router, and the name you
provided in the Remote Mitigation table.

Click Save.

Corero SmartWall TDD Getting Started ESXi 57



Verifying the TDD System is Connected

After completing all the tasks in this guide. Your TDD system should be in the following state:
Juniper Networks MX Series router:

« Configured to accept instructions from the vSWA
o Configured to send telemetry to the vSWA

« Configured to send port-mirrored traffic samples to the vNTD
vNTD:

o Accessible on your Management Network (pCLI only)
« Connected to the vCMS

o Licensed with your unique vNTD license (uploaded to the vCMS)
vCMS:

o Accessible on your Management Network (pCLI, CLI and Web Ul)
« Connected to the vNTD and vSWA

« Operational Mode left in Monitor, ready to switch to Mitigate once you're happy with your defense Policy
vSWA:

o Accessible on your Management Network (pCLI and Web Ul)

« Connected to vCMS

o Upload a SecureWatch Package File to manage your TDD license
« Remote Mitigation table contains all routers

« Add the names of the routers to the Corero Autonomics Alert

To verify the TDD system is connected
You can check your system is now fully connected in the SWA web Ul.

1. Openthe SWAweb Ul in a browser.

2. Open the System > Health screen.

3. You should now see green checks against every item, except:
« Remote Device Info — This should be amber (warning) until a filter has been active on the system.
o Slack Notifications — Will show blue (information). This is normal.

To force a Remote Device Info system check

On the System > Health screen, the Remote Device Info table won't show green ticks against a router until a filter has

been sent and successfully received by the router. If you want to verify the connection before sending an active filter,
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you can use the method below to send a dummy filter to your connected routers:

1.
2.
3.
4.
5.
6.
7.
8.
9.

Open the SWA web Ul in a browser.

Navigate to the Dashboards screen.

Click on Flexible Configuration Tool to open the dashboard.

From the Action drop-down, select Detect.

In the Destination Host or CIDR field, type 1.1.1.1/32 and press enter.

From the Protocol drop-down, select IP or UDP.

At the bottom right of the green area, click Add.

Click Add to send the filter to your routers.

Navigate to System > Health screen. The Remote Device Info table should now show green ticks against the

routers.
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Configuring the TDD Policy for your Network

You should now have a fully connected SmartWall TDD system communicating with your Remote Devices. By default,
the SmartWall TDD system is in Monitor mode. In this mode, when it identifies DDoS attack traffic, it sends filters to
the routers that will detect DDoS attacks but not block any traffic. You can see in the SWA analytics application which

traffic the system would be blocking if it was in Mitigate mode.

You should leave the system in this mode for a few days, until you have analytics on enough traffic to determine what

is normal for you. You can then adjust the Policy settings for your network.

Only once you have evaluated the defense Policy for your network traffic, should you then switch the system into
Mitigate Mode and begin blocking DDoS attack traffic.
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Troubleshooting

This section describes methods for addressing some problems that can occur when installing the system and making

it operational.

Cannot access the Web Ul (CMS or SWA)

Access to the CMS web Ul and the SWA web Ul is provided via the management IP address configured for each at
setup time; make sure to use HTTPS for both, and specify port 8000 when accessing SWA:

o CMS: https://x.x.x.x [management IP address]
o SWA: https://x.x.x.x:8000 [management IP address]

To log in to CMS and SWA, make sure to use the administrator credentials that were specified at setup time. The
default username is admin and the default password is smartwall. If a different username/password combination

was specified during setup, you need to use those credentials instead.

Getting help for using the CMS or SWA

CMS and SWA each provides a link to help documentation in the top menu bar.

In the CMS, click @ the help icon to access the CMS Knowledgebase. From the home page of the Knowledgebase

you can download additional help PDFs, browse for information using the expandable left-hand menu, or type a
search term in the search bar.

In SWA, clicking Help > User Guide displays a PDF file that describes the controls shown in each SWA screen.

CMS configuration change does not take effect

Configuration changes in the CMS do not take effect until they are committed and any uncommitted changes can be

lost when you logout. Always remember to commit your changes (Commit > Commit), before you log out.

Defense device not reachable from CMS

Adding a Defense device to the CMS doesn't automatically mean the device is reachable from the CMS, you are just
telling the CMS what device to look for. A variety of different problems could prevent the CMS from communicating

with the device.

In the CMS, click Network > Devices to display the Devices table. The Deployment State column shows connectivity

information for each managed device. The following states indicate the device is not connected:
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« Connection refused — The CMS successfully sent a request to the device but the device refused to send a
response.

« Connection timed out — The CMS attempted a connection but the attempt timed out.

« Authentication failed — The CMS attempted a connection but the authentication credentials on the CMS did

not match the credentials on the device.
Most issues can be remedied by performing the following checks:

o Does the device have power?

« Isthe device management port connected to the network?

« Does the CMS have connectivity to the network on which the devices management interface is connected?
« Does your firewall allow the connection?

o Does the CMS have the correct IP address for that device?

« Isthedevice in the correct Authentication Group in the CMS? Do those credentials need to be updated?

The Defense device shows out-of-sync in the CMS

If a device is "out of sync" it means that the Policy on the device does not match the corresponding Policy in the CMS.
You may occasionally see a device become out of sync after the device has been restarted, or after you perform a
software upgrade. In the CMS, click Network > Devices display the Devices table and look in the Deployment State

column to see which device is out of sync, and what action is required:

« Sync required — The device is connected but its Policy configuration does not match the current Policy com-
mitted to the CMS. The device could have become out of syncif it was unavailable when a change was com-
mitted in the CMS or if you have replaced a connected device with a new version (with the same IP address). In
the Devices table, click -~ the action button and select Sync Device to push the Policy changes to the device.

« Force sync required — The device is connected but there has been an unexpected error in the Policy con-
figuration. In the Devices table, click ** the action button and select Force Sync Device to wipe the old Policy
from the device and replace it with the current version stored in the CMS.

o Not in cluster — The device is not in a Cluster. Go to Network> Clusters, add the device to an existing Cluster or
create a new Cluster for it.

« Initial sync pending — The device is new and the CMS has not yet sent its Policy configuration. Wait a few

minutes and check again.

VNTD device showing as not-licensed

You must have at least 10Gbps available license capacity for the Defense device to automatically license and connect
to the CMS. If you don't, you will have to create some space by delicensing an old vNTD or buying additional license

capacity from your Corero representative. You can then license the device manually:
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1. Inthe CMS, use the left-hand menu to navigate to Network > Devices.
2. On the Devices table, locate the vNTD you want to license.
3. Inthe Actions column, click “** and select License.

If you need to delicense a vNTD, in the Actions column, click - and select Delicense. The
delicense option is only available for currently licensed vNTDs. When you delicense a vNTD (or
add it to the CMS when there isn't enough license capacity available), it enters the not-licensed
state. In the not-licensed state, the devices do not send any information via syslog message

(except the device status), and cannot function as Detection Engines for the TDD.

Remote Device added to the CMS Devices table instead of the SWA

If you accidentally add a Remote Device (e.g. a router) to the Devices table in the CMS (Network > Devices), it will
appear with a status message of unexpected device type.Remote Devices cannot be stored in this table, it is
only for vNTDs. Delete the Remote Device from the table and instead add it to the Remote Devices screen in the SWA

Web Ul (Mitigation >Remote Devices).

Cannot add a new vNTD to a CMS Cluster

To use SmartWall Network Threat Defense virtual editions (vNTDs) you need to have a license for them. If you do not
have a vNTD license, or you have already allocated your full license capacity, when you add a new vNTD to the CMS
you will be unable to add it to a Cluster. In the CMS, click Network > Devices to display the Devices table and check
the Deployment State column to see if the vNTD is listed as not-licensed. To license this VNTD you need to contact
your Corero representative for additional license capacity and upload the new license file. Alternately, you can choose
to delicense another vNTD. Once you have the available license capacity, at the Devices table click - the action

button next to the unlicensed vNTD, and select License.

SWA doesn't show any data from the CMS

SWA receives data from the managed Defense and Bypass devices via the CMS. If SWA is not receiving data, it will not
show any information on the Overview scren. Open the CMS in a browser and navigate to System > Analytics &
Syslog. On the Servers table, check the details of your SWA application to make sure you have the correct IP address

and the right port number (the default should be 9997). If you need to make a change click ©# the edit button and

remember to commit your changes (Commit > Commit).

If the CMS is configured correctly to send data to SWA, but you still don't see all the expected data in SWA, it may be
that your devices are not reachable from the CMS. In the CMS, click Network > Devices to display the Devices table
and check the Deployment State column to see if the devices are connected. If they aren't connected, follow the

checks in the above method: Defense device not reachable from CMS.
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Remote Device Info table (System > Health) is showing warning against new router

On the System > Health screen, the Remote Device Info table won't show green ticks against a router until a filter has
been sent and successfully received by the router. If you want to verify the connection before sending an active filter,

you can use the method below to send a dummy filter to your connected routers:

Open the SWA web Ul in a browser.

Navigate to the Dashboards screen.

Click on Flexible Configuration Tool to open the dashboard.

From the Action drop-down, select Detect.

In the Destination Host or CIDR field, type 1.1.1.1/32 and press enter.
From the Protocol drop-down, select IP or UDP.

At the bottom right of the green area, click Add.

Click Add to send the filter to your routers.

© 0 N o Uk W R

Navigate to System > Health screen. The Remote Device Info table should now show green ticks against the

routers.

SWA doesn't show any telemetry data from a router

If you are expecting to see telemetry from a router but none is appearing in the SWA, you must check the router has
been successfully added to the SWA and CMS application.

First, check the SWA. On the Health screen (System>Health), if you cannot see the router in the Remote Devices Info

table, there has most likely been a mistake made when adding the routers.

Check the Autonomics alert has the correct hostnames for the routers: Alerts > Real-Time Juniper 3 >Edit > Edit Alert
> Corero Autonomic Response. Then under Device Names, make sure the router hostnames are spelled identically to
how they appear in the router and in the SWA Remote Devices table. Also check that they are all separated by a single

comma (no spaces).

Check the SWA to make sure the correct IP addresses and access credentials are stored for each router. Open the
SWA Web Ul > Mitigation > Remote Devices and click Edit next to each router to check the stored information. The
name shown must be the hostname for the device, check it is identical to how it is displayed on the router. The

password is obfuscated so you may need to re-enter it.

Finally, check the configuration on the forwarding plane of the Juniper Networks MX Series router. A good place to
start is to check the router is reachable and recieving traffic as expected. The following three troubleshooting
commands can help you begin to diagnose an issue, for more information see the Juniper documentation for your

router.

64 Corero SmartWall TDD Getting Started ESXi




e« show chassis fpc—Display status information

e ping 128.0.0.16 routing-instance _ juniper privatel —Check the connection between the

forwarding plane and control plane
e monitor interface traffic—Display real-time statistics about interfaces

Caution: Be careful to get the order of words correct in monitor interface traffic. Typing

monitor traffic interface may starta TCP dump.

Telemetry traffic is only showing for one of my connected routers

If you have some of your routers in a remote subnet from the SWA, the telemetry traffic may not be recognized on
the secondary interface. To fix this, you need to add a static route from the SWA to each router on the remote

subnet. You can do this in the SWA pCLI, for each router:

Open the SWA pCLI and log in as the admin user.
Type the command: setup routes

Type I toinsert a new route.

e

Enter the following information:
o Destination IPv4 Address — The IP address of the telemetry interface on the router.
o Network Mask —255.255.255.255
« Gateway —The IP of the next hop router from your SWA

5. Type A to accept the change.

Traffic is entering the network, but the Defense device does not seem to do anything with it

If the tables and charts in SWA show inbound traffic entering the network, but there's no evidence that rules are
being triggered on the SWA, there may be no DDoS attacks occurring. However, if the traffic appears abnormal but

the system is not responding to it as expected, you should first check the system is healthy:

Open the SWA Web Ul and log in.
Navigate to System > Health.
Check all table rows are showing as expected with green ticks to indicate good health. If there are any errors,

warning, or information messages, you can investigate to see if these are the route of the issue.

If your system is in good health, another possibility is that you may have accidentally changed the necessary defense
policy settings required to trigger mitigations. Check the CMS defense policy defaults are still in place. You can contact

your support representative for more information.
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Note: If the TDD Flex-Rules show a revision number higher than 1, you may have accidentally

edited the filter definition . This can disrupt the TDD system's ability to mitigate attack traffic.

Contact your support representative for a copy of the original filter definition if you're concerned.

Mitigations are not performing the actions | expect

For the TDD mitigations to work as described, your CMS Operating Mode must be set to Mitigate. If the Operating

Mode is in Monitor you will see the following behavior:

Block mitigations > accept action on router
Detect mitigations > accept action on router
Redirect mitigations > act as disabled mitigations
Policer mitigations > act as disabled mitigations

Ignore and disabled work as expected

To change the Operating Mode to Mitigate

e

Open the CMS web Ul in a browser and log in.

Use the left-hand menu to navigate to Network > Operating Modes.

Use the Global Defense Mode drop-down to change the default mode to mitigate.

If you want to save the new configuration, and push your changes to any affected Defense devices, click

. Then, on the pop-up dialog, click Commit to push the changes (alternatively, you can click Discard

to discard any uncommitted changes).

Note: The Monitor mode can be used for testing new mitigations and is the default mode for

new installations.

CMS shows uncleared alarms

A

In the CMS application, click on “=* the Alarm icon in the Status bar and open the Alarm Center. Uncleared alarms are

listed, describing issues that require your attention.

Lost administrative user credentials

If you have lost the admin user credentials for a vNTD, vCMS or vSWA virtual machine, you can reset the

username/password to their default values (admin/smartwall) without redeploying the VM.

Note: Resetting the administrative username and password will not affect any other user

credentials.
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Create a password reset I1SO file. You can use the following command to create a password reset I1SO file in
Linux. These commands assume you already have the package containing the mkisofs command installed; if

you don't, you should download this first using the Linux package manager.
>reset pw

mkisofs -input-charset utf-8 -quiet -o reset.iso reset pw

2. Transfer the I1SO file to a datastore which can be accessed by the virtual machine.

On the host where the virtual machine is deployed, set the CD-ROM drive for the virtual machine to the data-
store ISO file . Ensure that the device status is connected.
Restart the guest virtual machine. When the virtual machine reboots, it should display the following message:

Username/password reset to default

Login with the username: admin and the password: smartwall. After logging in, you can change the user-
name and/or password using the setup aaa command in the pCLI.

Disconnect the CD-ROM from the virtual machine (e.g. in VMware you can do this by clicking Edit virtual
machine settings, opening the CD/DVD drive 1 settings, and deselecting Connected). If you don't, the user-

name and password will be reset to default every time you restart the VM.

Downloading diagnostic packages

During troubleshooting, customer support may ask you for diagnostic packages from the affected systems. You can

download then through your browser in the following locations:

For SWA — Open the SWA in a browser. System > Settings > Diagnostic Package > Download

For CMS — Open the CMS in a browser. System > Diagnostics. Under Download file from CMS appliance,
select a source package type and click Download File.

For a vNTD —Open the CMS in a browser. System > Diagnostics. Under Download file from a device, select a

source package type and the specific device. Click Download File.

After restarting my server, the Corero applications haven't come back up

By default, Corero VMs are not configured to automatically start on ESXi server boot. Corero recommends you set

the VM to automatically start by editing the ESXi servers host settings.

To configure the host to auto-start VMs after a restart

ARSI o

Open vSphere Web Client.

Select the host.

Open the Configure tab.

From the menu, under Virtual Machines, select VM Startup/Shutdown.
Click EDIT.
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6. Check the box next to Automatically start and stop the virtual machines with the system.
7. Click OK.
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Requesting Technical Support

Technical product support is available through the Juniper Networks Technical Assistance Center (JTAC). If you are a
customer with an active J-Care or Partner Support Service support contract, or are covered under warranty, and need

post-sales technical support, you can access our tools and resources online or open a case with JTAC.

e JTAC policies—For a complete understanding of our JTAC procedures and policies, review the JTAC User Guide

located at https://www.juniper.net/us/en/local/pdf/resource-guides/7100059-en.pdf.

o Product warranties—For product warranty information, visit https://www.juniper.net/support/warranty/.

o JTAC hours of operation—The JTAC centers have resources available 24 hours a day, 7 days a week, 365 days a

year.

Self-Help Online Tools and Resources

For quick and easy problem resolution, Juniper Networks has designed an online self-service portal called the

Customer Support Center (CSC) that provides you with the following features:

o Find CSC offerings: https://www.juniper.net/customers/support/

o Search for known bugs: https://prsearch.juniper.net/

o Find product documentation: https://www.juniper.net/documentation/

o Find solutions and answer questions using our Knowledge Base: https://kb.juniper.net/

« Download the latest versions of software and review release notes: https://corero.force.com/support

o Search technical bulletins for relevant hardware and software notifications: https://kb.juniper.net/InfoCenter/

« Join and participate in the Juniper Networks Community Forum: https://www.ju-

niper.net/company/communities/

o Open acaseonline in the CSC Case Management tool: https://www.juniper.net/cm/

To verify service entitlement by product serial number, use our Serial Number Entitlement (SNE) Tool:

https://entitlementsearch.juniper.net/entitlementsearch/

Creating a Service Request with JTAC
You can create a service request with JTAC on the Web or by telephone.

o Visit https://myjuniper.juniper.net.
o Call 1-888-314-JTAC (1-888-314-5822 toll-free in the USA, Canada, and Mexico).

For international or direct-dial options in countries without toll-free numbers, see

https://support.juniper.net/support/requesting-support/.
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Requesting Licenses

The system requires a TDD license key, plus keys for each vNTD, to become fully operational. Juniper devices do not

require license keys to support the solution. To obtain the keys, please contact the Corero Customer Services team

by one of the following methods:

« Email: Support.Portal@corero.com

o Web: https://corero.force.com/support
« Telephone: Dial +1.978.212.1500 -> Select Option 2
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Appendix A — Deploying a vNTD for High Inspection Rates

The following instructions cover how to deploy a vNTD for deployments expecting traffic rates of 1.2Gbps or higher
per core. For high performance rates the vNTD requires dedicated hardware resources to achieve performance and

some host optimization.
To deploy a vNTD for high sampled traffic rates, you must complete the following steps:

Use an X710 or equivalent NIC (vmxnet3 is not compatible with this method).
Deploy using vSphere WebClient

Isolate sampled traffic NICs to prepare for PCI Passthrough, and optimize the host
Deploy the vNTD

Allocate sampled traffic NICs to the vNTD to complete PCI Passthrough

LARE ST

To deploy a VNTD using vSphere WebClient
Caution: You must use ESXiversion 6.5 or later.
Isolate the sampled traffic NICs for PCl Passthrough and optimize host

Caution: When you deploy a vNTD using vSphere Client, you cannot enable 1G HugePages to

improve performance. For line rate performance at small packet sizes, use a KVM deployment.

1. InthevSphere WebClient, put the Host into maintenance mode:

a. Right click on Host and select Enter maintenance mode.
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..................

b. Click Yes to confirm
2. Inthe Navigator, under Host, click Manage.
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4.

table, and check it has the value 1.

Check large pages is enabled. In the System tab, locate Mem.AllocGuestLargePage in the Advanced Settings

TP

S——

passthrough.

Isolate the NICs. In the Hardware tab, select the two NICs you want to use for the vNTD then click Toggle

1 Lt e
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s irpin it otk 716 b Lt UF

fhil

5. Click Reboot host. Click Reboot to confirm.

6. When reboot complete, log back in.

7. Right click on Host and select Exit maintenance mode.

1.

template.

72

Deploy a vNTD for high sampled traffic rates

In vSphere WebClient, right-click the Host you want to create this Virtual Appliance on, and select Deploy OVF
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2. Select an OVF template:
o Select URL and type the full URL to the OVA file stored on an HTTP/HTTPS server.

Deploy OVF Template

Sebect an OVF lenaplate
0 Salect = raene e fobder  Galect an OVE famplate From remots UBL or loc fie spstem

1 Salort @ compute esuree o - S

* Fr i Ertar 0 URL b download acdd nitsd the OVE package from ihe ndemat, of rowse to s
Iacation sccessimle from your comouter, such se. & kecal N Grive, & etk shave. or 8
COVDVD drive.

o i

& Soiart starage
8 Ready to complots
.

O Lcaitie

Cheiws Py

CANCEL

4

« Select Local file, click Choose Files and select the OVA file for your required VM.

Deploy OVF Template

Select an CIVF Teminlate
Selmct a0 OWVE t=mipiate from remots URL o local M urstem

Enler 2 URL 1o domnioad and instail 1he OVF packsge from fhe Intamat. or browsa 10 3
|BCAbon Ao caLSinig Irm YU COMOUERT, SUCH #L & 12Cal KaTH SrE a natwork Tane of 3
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O um
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S

3. Click Next.
4. Type a Virtual Machine name.
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5. Select where you want to deploy the VM.

Deploy OVF Template

o 1 Seiect an OVF Tempiate Seloct & name and folder
Specify a Unique name snd target ncation

3 Select s comisute resource

o Corers (NS
e Wirtual machine name o
5 Salect wiorage
6 Ready to complite Sewcl 3 0cation for the Vi macnne.
b= |
>
o [Hi WM _locetion_ falder

CANCEL sack | “

Click Next.
Select the destination compute resource you want to use for this VM. This will be the host where you want the
VM to be deployed.

Deploy OVF Template

+ 1 Salect an OVF temptate Select & compute resoarce.
« 2 Selact a name and fokier Select the destination compute resource for this operation

2 Baviow ~ B
& Saiect storags > W
& Ry s complite L]
s B
> [ wme_compyme_rescairce
» B
» e
o

Compaticiity

 Compatipiity checks succeeded

CAMEEL BACE m

8. Click Next. The VM will be validated.
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9. Review the template details.

Depiey OVF Tempiste

=" 1 Belect an OVF tamplate

Reviaw details.

W 3 Select & e AN folger Ny IS Iemosie 0stals
«* 3'5alect a computs rescurce

S Licenoe agrsments
& Select slorage
T Sefect networks

B Ready to complets

10. Click Next.

11. Read the end user agreement and check the box next to | accept all license agreements.
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Deplay OVF Template
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o A Review detals

B Salnct shorage

7 Select nutwerka

& faady to complete

12. Click Next.

13. From Select virtual disk format, select Thick Provision Eager Zeroed.

ent
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BETYYEEN YOU A% THE PERSON OR ENTITY ACQUIRING THE SOFTWARE [¥0U")
AND CORERD NETWORE SECURITY. INC & DELAWARE CORPORATION WITH
OFFICES AT 228 CEDAR HILL STREET, SWTE 337, MARLEOROUGH, MA, 01753
TRERC)") & OF THE DATE YO ACCEPT THES CLCK-THRCUGH AGREEMENT IF
WOU ARE ACCEPTING ON BEHALF OF YOUR EMPLOYER ORf ANOTHER ENTITY.
NOU REPRESENT AND WARSANT THAT' () YOU HAVE FULL LEGAL AUTHORITY 10
BIND YOUR EMPUOYER. OF THE APPLICABILE ENTITY, TO THE ABREEMENT, il}

# | accopt a0 Mcensa agreemEnts

CANCEL
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14. Select the storage disk you want to use.

Deploy OVF Template

¥ 1 Select 0 OVF template Salect sterage
¥ 2 Select @ name and foider

+ 3 Select 2 compate resource
8 BEAew dslallg Salect vrivad disk format

v 5 Liconie agrasments WM Storags Policy

Copacy

7 Select natworks -

0 Tnady ta competn 15 toainiuca sl
5 romiomi_y 16478
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T
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15. Click Next.

16. Under Select networks, select the networks you require. For the vNTD you need the Management network

and an Internal and External network. Caution: The Internal and External networks cannot be the same.

Deploy OVF Template
o 1 Select an OVF template Select networks
" 2 Selacta Select tinat

+ 3 Select a compute resource

w4 Review details Sramc el

T
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mamal
" 0 Select storage P
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B Ready to complete Manegera

P Allocation Settings
P aiacation
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17. Click Next.

Managamant Network

.
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Destination Wetwors
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External_fetwark

3 sem

Static - Manual

CANCEL
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18. Review your selections.

Deploy OVF Template

¥ 1 Select 0 OVF template Ruadly ta complets
+ 3 Sebect @ name and folder  Cick Finish 10 start creatian
+ 3 Select a compato resourcs
¥ 4 Review detolis
5 Lilania agrespiants [pr———— Dapiay fram tamntate
6 Setect stocagm [ Comra_ CMS
" 7 Select networks
Templats name carera<oms-6 £ 2 DO0-rwars
Domnisai site 8793 MB
Sise an dish 800 GE
Faliter WM Itstian_Toldes
A Wi _comaute resgurce
Location Lotaish 0
Storage mapping 1
Al disks Diatastore! LocalDisk_0; Farmat Thick Pravisiin Eager Zaraed
Helwark mapping
econdary Secardary_Nelwork
Managrment Maragement Hetwark

W MIocation pettigT

.

19. Click Finish. The VM is created powered off. Do not power it on yet.
20. Check the allocated ports will not create a network loop when enabled, then enable ports:
a. InvSphere WebClient, right click on your new VM and select Edit Settings.
b. Scroll down to Network adapter 2. Check the network label is correct and then under Device Status,
select the Connect check box.
Repeat for Network adapter 3.
d. Click OK.

Allocate sampled traffic NICs to complete PCI Passthrough and optimize the vNTD
Caution: The VM must be powered off before completing the following steps.

1. InvSphere WebClient, wait for the vNTD Virtual Appliance to finish building. Make sure it is powered off.
2. Inthe Navigator, click on Virtual Machines and click on the name of the new vNTD Virtual Appliance.
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3. Allocate the NICs:
a. Inthetoolbar, click Edit.
b. Usethe X buttons to remove Network Adapter 2 and Network Adapter 3.

I add hard dsk W Add network adapter B add other davis

v Rleru 1 @

+ o e | W

* @ Hard disk 1 '.1;.50393 =] b

+ ERSCH Cantralar 0 LS/ Logue Peralel v

+ . nctwork Adzptar 1 P v | Canne
+ . stk Adapter 2 = * W Cannes
» . Platwirk Adeptar 3 extaral v Cannect
* 3 COYOVD O 1 Hogt devie v | [ Cannect
* W Mdee Card Spacify custam satTngs ¥

| sme || cancel |

Add two PCl devices using Add other device > PCI device.
d. On each new PCl device, use the drop-down list to select the correct isolated NIC.

I ok hard dick e Acd natwork adapcer 8 add other device
» @ R

RS
» I Memery [z | |we
* o Hard disk 1 ;155039(-: GE
* B 5051 Contrller D 151 Logic Farallal ¥
* W Network Adaptar 1 astarnal T ¥ Cannect
¥ 5 COCAD Cinye 1 Hast devica v | Ll Connect
+ @lvideo card Spacly custam sattings v
* I New PGl denice Ethernet Controllar ¥710 far 10GHE $FP+ - 00004000 ¥

» Bl New AT device: Ethernet Contrallr X710 tor 10GHE SFP+ - 0000,04:001 7

| seve || cancel |
A

e. Forthe PCl device allocated to each NIC, click on the expand arrow next to New PCl device to display

more options and click Reserve all memory.

» B 5081 Contruller © L8l Lege Parallel v
* WM Network Adaptar 1 — v | @ Connect
&0y (DIDDDnve L Hast davica * | [l Connect
+ Elvdas Card Specify custam asktinga ]

= Jl New PCI device Ethwrnat Contraller X710 for 10GHE SFP+ - [000.04:000

Physical FOUFER dovie ODB0:04:00.0 | Intel Cerparation Ethemet Dantrolar X710 far LOGBE SFF+
wearming Ay Tha WM ail nat powar an urtd its mamary ressration equals Its memarny
size

Reserve al memary

Hete A samewirtusl maching operations am unavalable whan PCUPCIa passthr
tugh desices am present; You cannet suspend, migrats with wMotian, or
{ake of restors snapshots of such wrtusl machines.

* 1 New PC desice Ethernet Controller ¥710 far 10GhE 5FP+ - 000004001 ¥

.| save || cancel
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4. Optimize the VM settings for performance:

a. Stillin the edit dialog, at the top of the hardware list, click the expand arrow next to CPU.

b. For Scheduling Affinity, in the Available CPUs field, type the range of processors available (e.g. 1-7).
c. For CPU/MMU Virtualization , use the drop-down to select Hardware CPU and MMU.
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Rasanation | A MHz b
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Ferfanmence caunters () Enable virtualized (PU performance cainters

Scheduling Affinity Hyparthraading Status: Acthe

Awalidle CPUS 32 (Logcal CPULI

[ |@
AP LA ML A L i | Hartware CPU and MMU r | e
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d. Click Save.
5. Inthe VM toolbar, click Power on.
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